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ELECTRICAL EFFECTS FROM

THE PROPOSED SCHULTZ —HANFORD AREA
TRANSMISSION PROJECT

1.0 Introduction

The Bonneville Power Administration (BPA) is proposing to build a 500-kilovolt (kV) transmisson line
from the Schultz Substation near Ellensburg, Washington, to either the existing BPA 500-kV Hanford
Substation located on the Hanford Site or to a new 500-kV Wautoma Substation located west of the
Hanford Site. The proposed line and the associated remodeled and new substations are known as the
Schultz — Hanford Area Transmission Project. Alternative routes include construction on new right-of -
way on anew corridor, on existing right-of-way parallel to severa existing lines, and on new right-of-way
pardld to existing 230-kV and/or 115-kV lines. In addition, the existing Sickler-Schultz 500-kV line would
be redligned on new right-of -way north of the Schultz substation. The purpose of this report is to describe
and quantify the electrical effects of the proposed Schultz — Hanford/Wautoma line. These include the
following:

the levels of 60-hertz (Hz; cycles per second) electric and magnetic fields (EMF) at 3.28 feet (ft.)
or 1 meter (m) above the ground,

the effects associated with those fields,
the levels of audible noise produced by the line, and

electromagnetic interference associated with the line.

Electrical effects occur near al transmission lines, including those already present along segments of the
proposed route for the Schultz - Hanford/Wautomal line. Therefore, the levels of these quantities for the
proposed line are computed and compared with those from the existing lines.

The voltage on the conductors of transmission lines generates an electric field in the space between the
conductors and the ground. The eectric field is calculated or measured in units of volts-per-meter (V/m)
or kilovolts-per-meter (kV/m) at a height of 3.28 feet (ft.) (1 meter [m]) above the ground. The current
flowing in the conductors of the transmission line generates a magnetic field in the air and earth near the
transmission line; current is expressed in units of amperes (A). The magnetic field is expressed in
milligauss (MG), and is usually measured or calculated at a height of 3.28 ft. (1 m) above the ground. The
electric field at the surface of the conductors causes the phenomenon of corona. Coronais the electrical
breakdown or ionization of air in very strong electric fields, and is the source of audible noise,
electromagnetic radiation, and visible light.

To quantify EMF levels along the route, the electric and magnetic fields from the proposed and existing
lines were calculated using the BPA Corona and Field Effects Program (USDOE, undated). In this
program, the calculation of 60-Hz fields uses standard superposition techniques for vector fields from
severd line sources: in this case, the line sources are transmission-line conductors. (Vector fields have
both magnitude and direction: these must be taken into account when combining fields from different
sources.) Important input parameters to the computer program are voltage, current, and geometric
configuration of the line. The transmission-line conductors are assumed to be straight, parallel to each
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other, and located above and paralld to an infinite flat ground plane. Although such conditions do not
occur under real lines because of conductor sag and variable terrain, the validity and limitations of
cdculations using these assumptions have been well verified by comparisons with measurements. This
approach was used to estimate fields for the proposed Schultz - Hanford/Wautoma line, where minimum
clearances were assumed to provide worst-case (highest) estimates for the fields.

Electric fields are calculated using an imaging method. Fields from the conductors and their imagesin
the ground plane are superimposed with the proper magnitude and phase to produce the total field at a
selected location.

The total magnetic field is calculated from the vector summation of the fields from currentsin all the
transmission-line conductors. Balanced currents are assumed; the contribution of image currentsin the
conductive earth is not included. Peak currents and power flow directions for the proposed and existing
lines were provided by BPA and are based on the projected summer peak power loadsin 2006. Inthe
case of corridors with more than one line, calculations were performed for smilar (maximum) current
conditions on both lines.

Electric and magnetic fields for the proposed line were calculated at the standard height (3.28 ft. or 1 m)
above the ground (IEEE, 1987). Calculations were performed out to 300 ft. (91 m) from the centerline of
the proposed line and out to 200 ft. (61 m) from the centerline of existing lines. The validity and limitations
of such calculations have been well verified by measurements. Becauise maximum voltage, maximum
current, and minimum conductor height above-ground are used, the calculated values given here
represent wor st-case conditions: i.e., the calculated fields are higher than they would be in practice.
Such worst-case conditions would seldom occur.

The corona performance of the proposed line was aso predicted using the BPA Corona and Held Effects
Program (USDOE, undated). Corona performanceis calculated using empirical equations that have been
developed over severa years from the results of measurements on numerous high-voltage lines (Chartier
and Stearns, 1981; Chartier, 1983). The validity of this approach for corona-generated audible noise has
been demonstrated through comparisons with measurements on other lines al over the United States
(IEEE Committee Report, 1982). The accuracy of this method for predicting corona-generated radio and
television interference from transmission lines has also been established (Olsen et dl., 1992). Of the
methods available for predicting radio interference levels, the BPA empirical equivalent method agrees
most closdy with long-term data. Important input parameters to the computer program are voltage,
current, conductor size, and geometric configuration of the line.

Coronais a highly variable phenomenon that depends on conditions along a length of line. Predictions of
the levels of corona effects are reported in statistical terms to account for this variability. Calculations of
audible noise and electromagnetic interference levels were made under conditions of an estimated average
operating voltage (540 kV for the proposed line) and with the average line height (47 ft. or 14 m for 500-
kV lines). Levels of audible noise, radio interference, and television interference are predicted for both
fair and foul wesather; however, coronais basically afoul-weather phenomenon. Wet conductors can
occur during periods of rain, fog, snow, or icing. Along the aternative routes of the proposed Schultz —
Hanford/Wautoma transmission line, such conditions are expected to occur about 7 percent of the time
during a year, based on hourly records at the Y akima Air Termina from 1996 to 1999. Corona activity
aso increases with dtitude. For purposes of evaluating corona effects from the proposed line, an dtitude
of 2000 ft. (610 m) was assumed for Configurations A-1 to A-4 and 1200 ft. (366 m) for Configurations
D-1to D-4.
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2.0 Physical Description

21  Proposed Line

The Schultz — Hanford/Wautoma line would be a three-phase, sngle-circuit design with a maximum
phase-to-phase voltage of 550 kV. The average voltage of the line would be 540 kV. The maximum
electrical current on the line would be 1436 A. The estimated currents in each phase are based on the
projected summer peak load in 2006, as determined in case studies prepared by BPA. BPA provided the
physical and operating characteristics of the proposed and existing lines.

The physical dimensions and electrica characterigtics for the configuration of the proposed line are shown
in Figure 1, and summarized in Table 1. The three 1.302-inch (in.) (3.31-centimeter (cm)) diameter
conductors for each phase (ACSR: stedl reinforced auminum conductors) would be arranged in an
inverted triangle bundle configuration with 17-in. (43.3-cm) spacing between conductors. Voltage and
current waves are displaced by 120° in time (one-third of a cycle) on each electrical phase. The
conductor bundles would be arranged in adelta or triangular configuration on steel towers, as shown in
Figure 1. The horizontal phase spacing between the lower conductor bundles would be 40 ft. (12.2 m).
The vertica spacing between the upper and lower conductor bundles would be 28.7 ft. (8.8 m). Minimum
conductor-to-ground clearance would be 33 ft. (10.1 m) at a conductor temperature of 122°F (50°C),
which represents maximum operating conditions and high ambient air temperatures; clearances

above ground would be greater under normal operating temperatures. The average clearance above
ground will be approximately 47 ft. (14.3 m); this value was used for corona calculations. At road
crossings, the ground clearance would be at least 54 ft. (116.5 m) at 122°F (50°C). The 33-ft. (10.1-m)
minimum clearance provided by BPA is greater than the minimum distance of the conductors above
ground required to meet the National Electric Safety Code (NESC) (IEEE, 1990). The fina design of the
proposed line could entail larger clearances. The right-of-way width for the proposed line would be 150 ft.
(45.7 m).

2.2 ExigingLines

The proposed Schultz — Hanford/Wautoma 500-kV line could parald existing BPA 500-kV, 230-kV, and
115-kV lines aong different segments of the alternative routes. In addition, the realigned Sickler-Schultz
500-kV line could pardld and existing 345-kV line. Eight possible configurations were identified, including
the new right-of-way with no pardle line (Table 2). The physical and electrical characteristics of the
corridor configurations that were analyzed are given in Table 1; cross-sections of the corridors are shown
in Figure 1.

3.0 Electric Field

3.1 Basic Concepts

An éectric field is said to exist in aregion of spaceif an electrical charge, at rest in that space,
experiences aforce of eectrical origin (i.e., dectric fields cause free charges to move). Electric fieldisa
vector quantity: that is, it has both magnitude and direction. The direction corresponds to the direction that
apositive charge would move in the field. Sources of eectric fields are unbalanced electrical charges
(positive or negetive) and time-varying magnetic fields. Transmisson lines, distribution lines, house wiring,
and appliances generate eectric fields in their vicinity because of unbalanced electrical charge on
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energized conductors. The unbalanced charge is associated with the voltage on the energized system. On
the power system in North America, the voltage and charge on the energized conductors are cyclic (plus
to minusto plus) at arate of 60 times per second. This changing voltage results in electric fields near
sources that are also time-varying at a frequency of 60 Hz (a frequency unit equivaent to cycles per
second).

As noted earlier, electric fields are expressed in units of volts per meter (V/m) or kilovolts (thousands of
volts) per meter (kV/m). Electric- and magnetic-field magnitudes in this report are expressed in root-
meantsquare (rms) units. For sinusoidal waves, the rms amplitude is given as the peak amplitude divided
by the square root of two.

The spatial uniformity of an electric field depends on the source of the field and the distance from that
source. On the ground, under atransmission line, the eectric field is nearly constant in magnitude and
direction over distances of severd feet (1 meter). However, close to transmission- or distribution-line
conductors, the field decreases rapidly with distance from the conductors. Similarly, near small sources
such as appliances, the field is not uniform and falls off even more rapidly with distance from the device.

If an energized conductor (source) isinside a grounded conducting enclosure, then the electric field outside
the enclosure is zero, and the source is said to be shielded.

Electric fields interact with the charges in al matter, including living systems. When a conducting object,
such as a vehicle or person, islocated in atime-varying electric field near a transmission line, the external
electric fields exert forces on the charges in the object, and eectric fields and currents are induced in the
object. If the object is grounded, then the total current induced in the body (the "short-circuit current)
flows to earth. The distribution of the currents within, say, the human body, depends on the electrical
conductivities of various parts of the body: for example, muscle and blood have higher conductivity than
bone and would therefore experience higher currents.

At the boundary surface between air and the conducting object, the field in the air and perpendicular to the
conductor surface is much, much larger than the field in the conductor itself. For example, the average
surface field on a human standing in a 10 kV/m field is 27 kV/m; the internal fieldsin the body are much
smaller: approximately 0.008 V/m in the torso and 0.45 V/m in the ankles.

3.2 Transmission-line Electric Fidds

The electric field created by a high-voltage transmission line extends from the energized conductors to
other conducting objects such as the ground, towers, vegetation, buildings, vehicles, and people. The
calculated strength of the electric field at a height of 3.28 ft. (1 m) above an unvegetated, flat earth is
frequently used to describe the eectric field under straight pardld transmission lines. The most important
transmission-line parameters that determine the electric field at a 1-m height are conductor height

above ground and line voltage.

Calculations of eectric fields from transmission lines are performed with computer programs based on
well-known physical principles (cf., Deno and Zaffanella, 1982). The caculated values under these
conditions represent an ideal Situation. \When practical conditions approach this ideal mode,

measurements and calculations agree. Often, however, conditions are far from idea because of variable
terrain and vegetation. In these cases, fields are calculated for ideal conditions, with the lowest conductor
clearances to provide upper bounds on the electric field under the transmission lines. With the use of more
complex models or empirical results, it is aso possible to account accurately for variations in conductor
height, topography, and changesin line direction. Because the fields from different sources add

4
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vectoridly, it is possible to compute the fields from severd different lines if the electrical and geometrical
properties of the lines are known. However, in generd, dectric fields near transmission lines with
vegetation below are highly complex and cannot be calculated. Measured fields in such situations are
highly variable.

For evaluation of EMF from transmission lines, the fields must be calculated for a specific line condition.
The NESC states the condition for evaluating electric-field-induced short-circuit current for lineswith
voltage above 98 kV, line-to-ground, as follows. conductors are a a minimum clearance from ground
corresponding to a conductor temperature of 120°F (49°C), and at a maximum voltage (IEEE, 1990).
BPA has supplied the needed information for calculating e ectric and magnetic fields from the proposed
transmission lines: the maximum operating voltage, the estimated peak current in 2006, and the minimum
conductor clearances.

There are standard techniques for measuring transmission-line dectric fields (IEEE, 1987). Provided that
the conditions at a measurement site closely approximate those of the ideal Situation assumed for
calculations, measurements of electric fields agree well with the calculated values. If theideal conditions
are not approximated, the measured field can differ substantially from calculated values. Usually the
actua eectric field at ground level is reduced from the calculated vaues by various common objects that
act as shields.

Maximum or pesk field values occur over a small area at midspan, where conductors are closest to

the ground. Asthe location of an electric-field profile approaches a tower, the conductor clearance
increases, and the peak field decreases. A grounded tower will reduce the dectric field considerably by
shidding. For the pardld line configurations considered here, minimum conductor clearances were
assumed to occur aong the same lateral profile for both lines. This condition will not necessarily occur in
practice, because the towers for the paralldl lines may be offset or located at different elevations. The
assumption of simultaneous minimum clearance results in peak fields that may be larger than what occurs
in practice.

For traditiona transmission lines, such as the proposed line, where the right-of-way extends laterally well
beyond the conductors, dectric fields at the edge of the right-of -way are not as sensitive as the peak field
to conductor height. Computed values at the edge of the right-of-way for any line height are fairly
representative of what can be expected all along the transmission-line corridor. However, the presence of
vegetation on and at the edge of the right-of-way will reduce actual electric-field levels below calculated
values.

3.3 Calculated Values of Electric Fidds

Table 3 shows the calculated values of electric field at 3.28 ft. (1 m) above ground for the proposed
Schultz - Hanford/Wautoma 500-kV transmission-line configurations. The peak value on the right-of -way
and the value at the edge of the right-of -way are given for the eight proposed corridor configurations and
for minimum and average conductor clearances. Figure 2a shows latera profiles for the eectric field
from the proposed line for the minimum and average line heights. Figures 2b—c show calculated fields for
both existing and proposed Configurations D-1 and D-3 with paraléd lines.

The calculated peak dectric field expected on the right-of -way of the proposed line on new right-of -way
(Configuration A-1) is 8.9kV/m. When the proposed line parallels other lines the peak field under the
proposed lineis 8.9 kV/m or less.
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As shown in Figure 2a, the peak values would be present only at locations directly under the line, near
mid-span, where the conductors are at the minimum clearance. The conditions of minimum conductor
clearance at maximum current and maximum voltage occur very infrequently. The calculated peak levels
are rarely reached under real-life conditions, because the actua line height is generaly above the minimum
value used in the computer model, because the actual voltage is below the maximum value used in the
model, and because vegetation within and near the edge of the right-of -way tends to shield the field

at ground level. Maximum electric fields under the existing paralel 500-kV, 230-kV, and 115-kV lines are
9.7, 3.3, and 1.7 kV/m, respectively.

The largest values expected at the edge of the right-of-way nearest the proposed line would be 2.0 kV/m.
On the edge of the right-of-way away from the proposed line, the field would vary with the line
configuration present. The largest fields at the edges of the existing rights-of-way are 5.2 and 2.0 kV/m
for the 500- and 230-kV lines, respectively.

34 Environmental Electric Fidds

The dectric fields associated with the Schultz - Hanford/Wautoma line can be compared with those found
in other environments. Sources of 60-Hz electric (and magnetic) fields exist everywhere electricity is
used; levels of these fields in the modern environment vary over awide range. Electric-fidd levels
associated with the use of electrical energy are orders of magnitude greater than the naturally occurring
60-Hz fields of about 0.0001 VV/m, which stem from atmospheric and extraterrestrial sources.

Electric fidds in outdoor, publicly accessible places range from less than 1 V/m to 12 kV/m; the large
fields exist close to high-voltage transmission lines of 500 kV or higher. In remote areas without € ectrical
sarvice, 60-Hz fidd levels can be much lower than 1 V/m. Electric fields in home and work

environments generaly are not spatialy uniform like those of transmission lines; therefore, care must be
taken when making comparisons between fields from different sources such as appliances and electric
lines. In addition, fields from al sources can be strongly modified by the presence of conducting objects.
However, it is helpful to know the levels of eectric fields generated in domestic and office environmentsin
order to compare commonly experienced field levels with those near transmission lines.

Numerous measurements of residential electric fields have been reported for various parts of the United
States, Canada, and Europe. Although there have been no large studies of residential electric fields,
sufficient data are available to indicate field levels and characteristics. Measurements of domestic 60-Hz
electric fields indicate that levels are highly variable and source-dependent. Electric-field levels are not
easily predicted because walls and other objects act as shidlds, because conducting objects perturb the
field, and because homes contain numerous localized sources. Internal sources (wiring, fixtures, and
appliances) seem to predominate in producing electric fields inside houses. Average measured electric
fieldsin residences are generdly in the range of 5 to 20 V/m. In alarge occupationa exposure monitoring
project that included dectric-field measurements at homes, average exposures for all groups avay from
work were generally less than 10 V/m (Bracken, 1990).

Electric fields from household appliances are localized and decrease rapidly with distance from the source.
Local electric fields measured at 1 ft. (0.3 m) from small household appliances are typicaly in the range of
30to 60 V/m. Stopps and Janischewskyj (1979) reported el ectric-field measurements near 20 different
appliances; at a 1-ft. (0.3-m) distance, fields ranged from 1 to 150 VV/m, with amean of 33 V/m. In
another survey, reported by Deno and Zaffanella (1982), field measurements at a 1-ft.

(0.3-m) distance from common domestic and workshop sources were found to range from 3 to 70 V/m.
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The localized fields from appliances are not uniform, and care should be taken in comparing them with
transmission-line fields.

Electric blankets can generate higher localized eectric fields. Sheppard and Eisenbud (1977) reported
fields of 250 V/m at a distance of approximately 1 ft. (0.3 m). Florig et a. (1987) carried out extensive
empirica and theoretical analysis of electric-field exposure from electric blankets and presented resultsin
terms of uniform equivaent fields such as those near transmission lines. Depending on what parameter
was chosen to represent intensity of exposure and the grounding status of the subject, the equivaent
vertical 60-Hz eectric-field exposure ranged from 20 to over 3500 V/m. The largest equivaent fied
corresponds to the measured field on the chest, with the blanket-user grounded. The average field on the
chest of an ungrounded blanket-user yields an equivalent vertical field of 960 V/m. As manufacturers
have become aware of the controversy surrounding EMF exposures, eectric blankets have been
redesigned to reduce magnetic fields. However, dectric fields from these “low field” blankets are till
comparable with those from older designs (Bassen et d., 1991).

Generdly, people in occupations not directly related to high-voltage equipment are exposed to electric
fields comparable with those of residential exposures. For example, the average electric field measured in
14 commercia and retail locations in rural Wisconsin and Michigan was 4.8V/m (ITT Research Ingtitute,
1984). Median dectric field was about 3.4 VV/m. These vaues are about one-third the valuesin
residences reported in the same study. Power-frequency electric fields near video display terminas
(VTDs) are about 10 VV/m, similar to those of other appliances (Harvey, 1983). Electric-fidd levelsin
public buildings such as shops, offices, and malls appear to be comparable with levels in residences.

Using a smal 60-Hz dosmeter, Deadman et a. (1988) measured occupational exposures over a one-week
period for 20 utility workers and 16 office workers. The geometric mean of the weekly electric-fied
exposures during work for the 20 utility workers was 48.3 V/m, compared to 4.9 V/m for the office
workers. The transmission linemen (n=2, 420 V/m) had the highest geometric mean exposures. These
results are consistent with previous studies that used less sophisticated instrumentation.

In asurvey of 1,882 volunteers from utilities, electric-field exposures were measured for 2,082 workdays
and 657 non-work days (Bracken, 1990). Electric-field exposures for occupations other than those
directly related to high-voltage equipment were equivalent to those for non-work exposure.

Thus, except for the relatively few occupations where high-voltage sources are prevalent, electric fields
encountered in the workplace are probably similar to those of residential exposures. Even in electric utility
occupations where high field sources are present, exposures to high fields are limited on average to
minutes per day.

Electric fields found in publicly accessible areas near high-voltage transmission lines can typically range up
to 3kV/m for 230-kV lines, to 10 kV/m for 500-kV lines, and to 12 kV/m for 765-kV lines. Although
these peak levels are considerably higher than the levels found in other public areas, they are present only
in limited areas on rights-of -way.

The calculated dectric fields for the proposed Schultz - Hanford/Wautoma 500-kV transmission line are
consistent with the levels reported for other 500-kV transmission lines in Washington and elsewhere. The
caculated electric fields on the right-of -way of the proposed transmission line would be much higher than
levels normaly encountered in residences and offices.
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4.0 Magnetic Field

4.1 Basc Concepts

Magnetic fields can be characterized by the force they exert on a moving charge or on an electrical
current. Aswith the electric field, the magnetic field is a vector quantity characterized by both magnitude
and direction. Electrical currents generate magnetic fields. In the case of transmission lines, distribution
lines, house wiring, and appliances, the 60-Hz electric current flowing in the conductors generates a time-
varying, 60-Hz megnetic field in the vicinity of these sources. The strength of a magnetic field is
measured in terms of magnetic lines of force per unit area, or magnetic flux density. The term “magnetic
field,” as used here, is synonymous with magnetic flux density and is expressed in units of Gauss (G) or
milligauss (MG).

The uniformity of a magnetic field depends on the nature and proximity of the source, just asthe
uniformity of an electric field does. Transmission-line-generated magnetic fields are quite uniform over
horizontal and vertical distances of several feet near the ground. However, for small sources such as
appliances, the magnetic field decreases rapidly over distances comparable with the size of the device.

The interaction of atime-varying magnetic field with conducting objects resultsin induced eectric field
and currentsin the object. A changing magnetic field through an area generates a voltage around any
conducting loop enclosing the area (Faraday's law). Thisisthe physical basis for the operation of an
electrical transformer. For atime-varying snusoida magnetic field, the magnitude of the induced voltage
around the loop is proportiona to the area of the loop, the frequency of the field, and the magnitude of the
fidd. The induced voltage around the loop results in an induced electric field and current flow in the loop
material. The induced current that flows in the loop depends on the conductivity of the loop.

4.2  Transmisson-line Magnetic Fields

The magnetic field generated by currents on transmission-line conductors extends from the conductors
through the air and into the ground. The magnitude of the field at a height of 3.28 ft. (1 m) is frequently
used to describe the magnetic field under transmission lines. Because the magnetic field is not affected by
non-ferrous materias, the field is not influenced by norma objects on the ground under the line. The
direction of the maximum field varies with location. (The eectric field, by contradt, is essentialy vertica
near the ground.) The most important transmission-line parameters that determine the magnetic field at
3.28 ft. (1 m) height are conductor height above ground and magnitude of the currents flowing in the
conductors. As distance from the transmission-line conductors increases, the magnetic field decreases.

Calculations of magnetic fields from transmission lines are performed using well-known physical principles
(cf., Deno and Zaffanella, 1982). The calculated values usualy represent the ided straight paralle-
conductor configuration. For simplicity, aflat earth is usualy assumed. Baanced currents (currents of
the same magnitude for each phase) are also assumed. Thisis usualy valid for transmission lines, where
loads on dl three phases are maintained in balance during operation. Induced image currents in the earth
are usualy ignored for caculations of magnetic field under or near the right-of-way. The resulting error is
negligible. Only at distances greater than 300 ft. (91 m) from aline do such contributions become
significant (Deno and Zaffanella, 1982). The clearance for magnetic-field calculations for the proposed
line was the same as that used for electric-field evauations.
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Standard techniques for measuring magnetic fields near transmission lines are described in ANSI |IEEE
Standard No. 644-1987 (1987). Measured magnetic fields agree well with calculated values, provided the
currents and line heights that go into the calculation correspond to the actual vaues for theline. To redize
such agreement, it is necessary to get accurate current readings during field measurements (because
currents on transmission lines can vary considerably over short periods of time) and also to account for al
field sources in the vicinity of the measurements.

As with electric fields, the maximum or pesk magnetic fields occur in areas near the centerline and at
midspan where the conductors are the lowest. If more than onelineis present, the peak field will depend
on the relative eectrical phasing of the conductors. The magnetic field at the edge of the right-of-way is
not very dependent on line height. If more than one line is present, the pesk field can depend on the
relative electrical phasing of the conductors and the direction of power flow. Phasing information was
available for the parald 500-kV line, but not for the pardld 115-kV line. Assumption of aphasing
scheme for the 115-kV line does not affect the calculated field levels on the existing or proposed corridor.

4.3  Calculated Valuesfor Magnetic Fidds

Table 4 gives the calculated values of the magnetic field at 3.28 ft. (1 m) height for the proposed 500-kV
transmission-line configurations. Field values on the right-of -way and at the edge of the right-of-way are
given for projected maximum currents during summer pesak load in 2006, for minimum and average
conductor clearances. The actual magnetic-field levels would vary, as currents on the lines change daily
and seasonally and as ambient temperature changes. Average currents over the year would be about

45 percent of the maximum values. Average fields over ayear would be considerably reduced from the
peak values, as aresult of increased clearances above the minimum height and reduced currents from the
maximum summer load vaue.

Figure 3 shows latera profiles of the magnetic field under maximum current and minimum clearance
conditions for selected configurations of the proposed 500-kV transmission line. A field profile for
average height under Configuration A-1 isincluded in Figure 3a. Maximum field levels for the proposed
and existing configurations of Configurations D-1 and D-3 are shown in Figures 3b and 3c.

For the proposed 500-kV line on new right-of -way with no paralée lines (Configuration A-1), the maximum
calculated 60-Hz magnetic field expected at 3.28 ft. (1 m) above ground is 244 mG. Thisfiddis
calculated for the maximum current of 1436 A, with the conductors at a height of 33 ft. (9.1 m). The
maximum field would decrease for increased conductor clearance. For an average conductor height over
aspan of 47 ft. (14.3 m), the maximum field would be 137 mG. (See Figure 3a) Maximum fields under
the proposed line in the configurations with parallel lines would be less than these values.

At the edge of the right-of -way of the proposed line, the calculated magnetic field for maximum current
conditionsis 55 mG for minimum conductor height and 46 mG for average conductor height. Fields at the
edge of the right-of -way of the proposed line in the configurations with parallel lines would be less than
those for Configuration A-1. Thefield at the edge of the right-of-way adjacent to a pardld line would
depend on that line.

The magnetic field falls off rapidly as distance from the line increases. The calculated magnetic field for
maximum current would be less than 10 mG at about 185 ft. (72 m) from the centerline. At a distance of
200 ft. (61 m) from the centerline of the proposed line, the field would be 8 mG for maximum current
conditions.
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The calculated fields for the seven other configurations that were analyzed are givenin Table 4. For the
existing lines, the pesk magnetic fields on the rights-of-way are 302 mG and 170 mG, for the 500-kV and
230-kV lines, respectively. Fields at the edges of the exiting rights-of -way range from 158 mG for the
Vantage-Schultz 500-kV line to 7 mG for the North Bonneville-Midway 230-kV line, which has a very
wide right-of-way. The maximum and edge of right-of-way field levels for the realigned Sickler-

Schultz 500-kV line (Configurations A-2 and A-3) would be 262 mG and 60 mG, respectively.

4.4  Environmental Magnetic Fields

Transmission lines are not the only source of magnetic fields, as with 60-Hz eectric fields, 60-Hz
magnetic fields are present throughout the environment of a society that relies on eectricity as a principa
energy source. The magnetic fields associated with the proposed Schultz - Hanford/Wautoma 500-kV line
can be compared with fields from other sources. The range of 60-Hz magnetic-field exposuresin publicly
accessible locations such as open spaces, transmission-line rights-of-way, streets, pedestrian walkways,
parks, shopping mals, parking lots, shops, hotels, public transportation, and so on range from less than

0.1 mG to about 1 G, with the highest values occurring near small appliances with eectric motors. In
occupationa settings in electric utilities, where high currents are present, magnetic-field exposures for
workers can be above 1 G. At 60 Hz, the magnitude of the natural magnetic field is approximately

0.0005 mG.

Several investigations of residentia fields have been conducted. Short-term measurements of magnetic
fields in 483 residences in the Denver area resulted in mean fields of 0.76 mG (Standard Deviation (SD) =
0.79 mG) under low-power conditions. with all gppliances and lights off (Savitz, 1987). Approximately six
percent of the low-power residences had fields greater than 2.5mG. The high-power (appliances and
lights on) mean fields for 481 residences were 1.05 mG (SD = 1.3 mG) (Savitz, 1987). The average low-
power magnetic field for the 133 residences with buried-cable electrical service in the study was 0.49 mG
(SD = 0.53 mG).

Kaune et a. (1987) reported on 24-hour magnetic-field measurements made in 43 residences in the Sesttle
area. The mean for these measurements was 1.0 mG (median = 0.6 mG; SD = 1.2 mG). The magnetic-
field data demonstrated a diurna variation that coincided with utility loads. pesk valuesat 8 am and 6-7
pm, and minimum values very early in the morning. No correlation of magnetic field with individual power
consumption in a house was observed. The Denver and Sesttle studies both concluded that the
predominant sources of residential magnetic fields were externa to the home (e.g., transmission and
digribution lines). The studies also identified ground-return currents in residences as a possible important
source of residential magnetic fields.

In alarge study to identify and quantify significant sources of 60-Hz magnetic fields in residences,
measurements were made in 996 houses, randomly selected throughout the country (Zaffanella, 1993).
The most common sources of residentia fields were power lines, the grounding system of residences, and
appliances. Field levels were characterized by both point-in-time (spot) measurements and 24-hour
measurements. Spot measurements averaged over al roomsin a house exceeded 0.6 mG in 50 percent of
the houses and 2.9 mG in 5 percent of houses. Power lines generaly produced the largest average fields
in a house over a 24-hour period. On the other hand, grounding system currents proved to be a more
significant source of the highest fields in ahouse. Appliances were found to produce the highest local
fields, however, fields fell off rapidly with increased distance. For example, the median field near
microwave ovens was 36.9 mG at a distance of 10.5in (0.27 m) and 2.1 mG at 46 in (1.17 m). Across
the entire sample of 996 houses, higher magnetic fields were found in, among others, urban areas (vs.
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rurd); multi-unit dwellings (vs. sngle-family); old houses (vs. new); and houses with grounding to a
municipal water system.

In an extensive measurement project to characterize the magnetic-field exposure of the generd population,
over 1000 randomly selected persons in the United States wore a personal exposure meter for 24 hours
and recorded their location in asimple diary (Zaffandlla and Kalton, 1998). Based on the measurements
of 853 persons, the estimated 24-hour average exposure for the genera population is 1.24 mG and the
estimated median exposure is 0.88 mG. The average field “a home, not in bed” is 1.27 mG and “at home,
inbed” is1.11 mG. Average persona exposures were found to be largest “at work” (mean of 1.79 mG
and median of 1.01 mG) and lowest “at home, in bed” (mean of 1.11 mG and median of 0.49 mG).
Average fields in school were aso low (mean of 0.88 mG and median of 0.69 mG). Factors associated
with higher exposures at home were smaller residences, duplexes and apartments, metallic rather than
plastic water pipes, and nearby overhead distribution lines.

As noted above, magnetic fields from appliances are localized and decrease rapidly with distance from the
source. Localized 60-Hz magnetic fields have been measured near about 100 household appliances such
as ranges, refrigerators, eectric drills, food mixers, and shavers (Gauger, 1985). At a distance of

1 ft. (0.3 m), the maximum magnetic field ranged from 0.3 to 270 mG, with 95 percent of the
measurements below 100 mG. Ninety-five percent of the levels at a distance of 4.9 ft. (1.5 m) were less
than 1 mG. Devices that use light-weight, high-torque motors with little magnetic shielding exhibited the
largest fields. These included vacuum cleaners and small hand-held appliances and tools. Microwave
ovenswith large power transformers also exhibited relatively large fields. Electric blankets have been a
much-studied source of magnetic-field exposure because of the length of time they are used and because
of the close proximity to the body. Florig and Hoburg (1988) estimated that the average magnetic field in
aperson using an electric blanket was 15 mG, and that the maximum field could be 100 mG. New "low-
field" blankets have magnetic fields at least 10 times lower than those from conventional blankets (Bassen
et al., 1991).

In adomestic magnetic-field survey, Silva et a. (1989) measured fields near different appliances at
locations typifying normal use (e.g., Sitting at a typewriter or standing at a stove). Specific appliances with
relaively large fields included can openers (n = 9), with typica fields ranging from 30 to 225 mG and a
maximum value up to 2.7 G; shavers (n = 4), with typical fields from 50 to 300 mG and maximum fields up
t0 6.9 G; and dectric drills (n = 2), with typica fields from 56 to 190 mG and maximum fields up to 1.5G.
The fields from such appliances fal off very rapidly with distance and are present only for short periods.
Thus, athough instantaneous magnetic-field levels close to small hand-held appliances can be quite large,
they do not contribute to average area levelsin residences.

Although studies of residential magnetic fields have not al considered the same independent parameters,
the following consistent characterization of residential magnetic fields emerges from the data:

@ External sources play alarge role in determining residential magnetic-field levels.
Transmission lines, when nearby, are an important external source. Unbalanced ground
currents on neutral conductors and other conductors, such as water pipesin and near a house,
can represent a significant source of magnetic field. Distribution lines per se, unless they are
quite close to a residence, do not appear to be atraditional distance-dependent source.

2 Homes with overhead electrical service appear to have higher average fields than those with
underground service.
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3 Appliances represent alocalized source of magnetic fields that can be much higher than
average or areafields. However, fields from appliances approach area levels at
distances greater than 3 ft. (1 m) from the device.

Although important variables in determining residential magnetic fields have been identified, quantification
and modeling of their influence on fields at specific locations is not yet possible. However, agenera
characterization of resdential magnetic-field level ispossible: average levelsin the United States are in
the range of 0.5 to 1.0 mG, with the average field in asmal number of homes exceeding this range by as
much as a factor of 10 or more. Average personal exposure levels are dightly higher, possibly due to use
of appliances and varying distances to other sources. Maximum fields can be much higher.

Magnetic fields in commercial and retail locations are comparable with those in residences. Aswith
appliances, certain equipment or machines can be alocal source of higher magnetic fields. Utility workers
who work close to transformers, generators, cables, transmission lines, and distribution systems clearly
experience high-level fields. Other sources of fields in the workplace include motors, welding machines,
computers, and VDTs. In publicly accessible indoor areas, such as offices and stores, field levels

are generaly comparable with residentia levels, unless a high-current source is nearby.

Because high-current sources of magnetic field are more prevaent than high-voltage sources,
occupationa environments with relatively high magnetic fields encompass a more diverse set of
occupations than do those with high eectric fields. For example, in occupational megnetic-field
measurements reported by Bowman et a. (1988), the geometric mean field from 105 measurements of
magnetic field in "dectrica worker" job locations was 5.0 mG. "Electrica worker" environments showed
the following elevated magnetic-fidd levels (geometric mean greater than 20 mG): industria power
supplies, aternating current (ac) welding machines, and sputtering systems for electronic assembly. For
secretaries in the same study, the geometric mean field was 3.1 mG for those using VDTs (n=6) and
1.1 mG for those not using VDTs (n = 3).

In a Canadian study, the geometric mean of the time-weighted average field for the weekly work
exposure of 20 utility workers was 16.6 mG, compared to 1.6 mG for 16 office workers (Deadman et dl.,
1988). The geometric mean field for the office environment was comparable to that observed during non-
work periods for office workers and comparable to that for both groups during sleep (when the exposure
meter was not worn).

Measurements of personal exposure to magnetic fields were made for 1,882 volunteer utility workers for a
total of 4,411 workdays (Bracken, 1990). Median workday mean exposures ranged from 0.5 mG for
clerical workers without computersto 7.2 mG for substation operators. Occupations not specificaly
associated with transmission and distribution facilities had median workday exposures less than 1.5 mG,
while those associated with such facilities had median exposures above 2.3 mG. Magnetic-field exposures
measured in homes during this study were comparable with those recorded in offices.

Magnetic fields in publicly accessible outdoor areas seem to be, as expected, directly related to proximity
to eectric-power transmission and distribution facilities. Near such facilities, magnetic fields are generally
higher than indoors (residential). Higher-voltage facilities tend to have higher fields. Typical maximum
magnetic fields in publicly accessible areas near transmission facilities can range from less than a few
milligauss up to 300 MG or more, near heavily loaded lines operated at 230 to 765 kV. The levels depend
on the line load, conductor height, and location on the right-of-way. Because magnetic fields near high-
voltage transmission lines depend on the current in the line, they can vary daily and seasonally. To
characterize fields from the distribution system, Heroux (1987) measured 60-Hz magnetic fields with a
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mobile platform aong 140 mi. (223 km) of roadsin Montreal. The median field level averaged over nine
different routes was 1.6 mG, with 90 percent of the measurements less than about 5.1 mG. Spot
measurements indicated that typica fields directly above underground distribution systems were 5 to

19 mG. Beneath overhead digtribution lines, typical fields were 1.5 to 5 mG on the primary side of the
transformer, and 4 to 10 mG on the secondary side. At the surface of distribution poles, the magnetic field
ranged from 10 to 100 mG, depending on structure type. Near ground-based transformers used in
residential areas, fields were 80 to 1000 mG at the surface and 10 to 100 mG at a distance of 1ft. (0.3 m).

The magnetic fields from the proposed 500-kV transmission line would be less than those from the existing
500-kV linein the same corridor. Thus, near the proposed line, magnetic fields would be well above
average residential levels. However, the fields from the line would decrease rapidly and approach
common ambient levels at distances greater than a few hundred feet from the line. Furthermore, the fields
at the edge of the right-of -way would not be above those encountered during normal activities near
common sources such as hand-held appliances.

5.0 Electricand Magnetic Field (EMF) Effects

Possible effects associated with the interaction of EMF from transmission lines with people on and near a
right-of -way fall into two categories. short-term effects that can be perceived and may represent a
nuisance, and possible long-term health effects. Only short-term effects are discussed here. The issue of
whether there are long-term health effects associated with transmission-line fields is controversia. In
recent years, considerable research on possible biological effects of EMF has been conducted. A review
of these studies and their implications for health-related effects is provided in a separate technical report
for the environmenta impact statement for the proposed Schultz - Hanford Area Transmission Project.

51 Electric Fidds, Short-term Effects

Short-term effects from transmission-line electric fields are associated with perception of induced currents
and voltages or perception of the field. Induced current or spark discharge shocks can be experienced
under certain conditions when a person contacts objects in an electric fild. Such effects occur in the
fields associated with transmission lines that have voltages of 230-kV or higher. These effects could
occur under the proposed Schultz - Hanford/Wautoma 500-kV line.

Steady-state currents are those that flow continuously after a person contacts an object and provides a
path to ground for the induced current. The amplitude of the steady-state current depends on the induced
current to the object in question and on the grounding path. The magnitude of the induced current to
vehicles and objects under the proposed line will depend on the dectric-field strength and the size and
shape of the object. When an object is electrically grounded, the voltage on the object is reduced to zero,
and it isnot a source of current or voltage shocks. If the object is poorly grounded or not grounded &t all,
then it acquires some voltage relative to earth and is a possible source of current or voltage shocks.

The responses of persons to steady-state current shocks have been extensively studied, and levels of
response documented (Keesey and Letcher, 1969; IEEE, 1978). Primary shocks are those that can result
in direct physiological harm. Such shocks will not be possible from induced currents under the existing or
proposed lines, because clearances above ground required by the NESC preclude such shocks from large
vehicles and grounding practices eliminate large stationary objects as sources of such shocks.
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Secondary shocks are defined as those that could cause an involuntary and potentially harmful movement,
but no direct physiological harm. Secondary shocks could occur under the proposed 500-kV line when
making contact with ungrounded conducting objects such as vehicles or equipment. However, such
occurrences are anticipated to be very infrequent. Shocks, when they occur under the 500-kV line, are
most likely to be at anuisance level. Induced currents are extremely unlikely to be perceived off the right-
of-way of the proposed line.

Induced currents are always present in electric fields under transmission lines and will be present near the
proposed line. However, during initiad construction, BPA routingly grounds meta objects that are located
on or near the right-of-way. The grounding eiminates these objects as sources of induced current and
voltage shocks. Multiple grounding points are used to provide redundant paths for induced current flow.
After construction, BPA would respond to any complaints and install or repair grounding to mitigate
nuisance shocks.

Unlike fences or buildings, mobile objects such as vehicles and farm machinery cannot be grounded
permanently. Limiting the possibility of induced currents from such objects to personsis accomplished in
severa ways. Firgt, required clearances for above-ground conductors tend to limit field strengths to levels
that do not represent a hazard or nuisance. The NESC (IEEE, 1990) requires that, for lines with voltage
exceeding 98 kV line-to-ground (170 kV line-to-line), sufficient conductor clearance be maintained to limit
the induced short-circuit current in the largest anticipated vehicle under the line to 5 milliamperes (mA) or
less. This can be accomplished by limiting access or by increasing conductor clearances in areas where
large vehicles could be present. BPA and other utilities design and operate lines to be in compliance with
the NESC.

For the proposed line, conductor clearances (50°C conductor temperature) would be increased to at least
54 ft. (16.5m) over road crossings along the route, resulting in a maximum field of 3.9kV/m or less at the
3.28 ft. (1 m) height. The largest truck alowed on roads in Washington without a specia permit is 14 feet
high by 8.5 feet wide by 75 feet long (4.3 x 2.6 x 22.9 m). The induced currents to such a vehicle oriented
perpendicular to the line in amaximum field of 3.9kV/m (at 3.28-foot height) would be 3.5 mA (Rellly,
1979). For smaler trucks, the maximum induced currents for perpendicular orientation to the proposed
line would be less than this value. (Larger specia-permitted trucks, such astriple trailers, can be up to 105
feet in length. However, because they average the field over such along distance, the maximum induced
current to a 105-foot vehicle oriented perpendicular to the 500-kV line at aroad crossing would be
3.3mA.) Thus, the NESC 5-mA criterion would be met for perpendicular road crossings of the proposed
line. Theselarge vehicles are not anticipated to be off highways or oriented paralld to the proposed line.
As discussed below, these are worst-case estimates of induced currents at road crossings; conditions for
their occurrence are rare. The conductor clearance at each road crossing would be checked during the
design stage of the line to ensure that the NESC 5-mA criterion ismet. Furthermore, it is BPA policy to
limit the maximum induced current from vehicles to 2 mA in commercia parking lots. Line clearances
would aso be increased in accordance with the NESC, such as over railroads and water areas suitable for
sailboating.

Several factors tend to reduce the levels of induced current shocks from vehicles:

@ Activities are distributed over the whole right-of -way, and only a small percentage of timeis
spent in areas where the field is at or close to the maximum vaue.

2 At road crossings, vehicles are aligned perpendicular to the conductors, resulting in a
substantial reduction in induced current.
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3 The conductor clearance at road crossings may not be at minimum values because of lower
conductor temperatures and/or location of the road crossing away from midspan.

@ The largest vehicles are permitted only on certain highways.

5 Off-road vehicles are in contact with soil or vegetation, which reduces shock currents
substantialy.

Induced voltages occur on objects, such as vehicles, in an eectric field where there is an inadequate
electrical ground. If the voltage is sufficiently high, then a spark discharge shock can occur as contact is
made with the object. Such shocks are similar to "carpet” shocks that occur, for example, when a person
touches a doorknob after walking across a carpet on adry day. The number and severity of spark
discharge shocks depend on electric-field strength. Based on the low frequency of complaints reported
by Glasgow and Carstensen (1981) for 500-kV ac transmission lines (one complaint per year for each
1,500 mi. or 2400 km of 500-kV line), nuisance shocks, which are primarily spark discharges, do not
appear to be a serious impediment to normal activities under 500-kV lines.

In high electric fields, it is theoretically possible for a spark discharge from the induced voltage on alarge
vehicle to ignite gasoline vapor during refueling. The probability for exactly the right conditions to occur
for ignition is extremely remote. The additional clearance of conductors provided at road crossings
reduces the electric field in areas where vehicles are prevaent and reduces the chances for such events.
Vehicles should not be refueled under the proposed line unless specific precautions are taken to ground the
vehicle and the fueling source.

Under certain conditions, the electric field can be perceived through hair movement on an upraised hand or
arm of a person standing on the ground under high-voltage transmission lines. The median field for
perception in this manner was 7 kV/m for 136 persons; only about 12 percent could perceive fields of
2kV/mor less (Deno and Zaffanella, 1982). In areas under the conductors at midspan, the fields

at ground level would exceed the levels where field perception normally occurs. In these instances, field
perception could occur on the right-of -way of the proposed line. It is unlikely that the field would be
perceived beyond the edge of the right-of-way. Where vegetation provides shielding, the field would not
be perceived.

Conductive shielding reduces both the eectric field and induced effects such as shocks. Personsinside a
vehicle cab or canopy are shielded from the dlectric field. Similarly, arow of trees or alower-voltage
distribution line reduces the field on the ground in the vicinity. Metd pipes, wiring, and other conductorsin
aresidence or building shield the interior from the transmission-line eectric field.

Thus, potential impacts of eectric fields can be mitigated through grounding policies, adherence to the
NESC, and increased clearances above the minimums specified by the NESC. Worst-case levels are
used for safety analyses but, in practice, induced currents and voltages are reduced considerably by
unintentional grounding. Shielding by conducting objects, such as vehicles and vegetation, aso reduces the
potential for eectric-field effects.

5.2  Magnetic Field: Short-term Effects

Magnetic fields associated with transmission and distribution systems can induce voltage and current in
long conducting objects that are parald to the transmission line. As with dectric-fidd induction, these
induced voltages and currents are a potential source of shocks. A fence, irrigation pipe, pipeline, eectrica
digtribution line, or telephone line forms a conducting loop when it is grounded at both ends. The earth
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forms the other portion of the loop. The magnetic field from a transmission line can induce a current to
flow in such aloopif it is oriented pardld to theline. If only one end of the fence is grounded, then an
induced voltage appears across the open end of the loop. The possibility for ashock existsif a person
closes the loop at the open end by contacting both the ground and the conductor. The magnitude of this
potential shock depends on the following factors: the magnitude of the field; the length of the object (the
longer the object, the larger the induced voltage); the orientation of the object with respect to the
transmission line (parallel as opposed to perpendicular, where no induction would occur); and the amount
of electrical resistance in the loop (high resistance limits the current flow).

Magnetically induced currents from power lines have been investigated for many years; calculation
methods and mitigating measures are available. A comprehensive study of gas pipelines near transmission
lines developed prediction methods and mitigation techniques specificaly for induced voltages on pipelines
(Dabkowski and Taflove, 1979; Taflove and Dabkowski, 1979). Similar techniques and procedures are
available for irrigation pipes and fences. Grounding policies employed by uitilities for long fences reduce
the potential magnitude of induced voltage.

The magnitude of the coupling with both pipes and fences is very dependent on the electrica unbaance
(unegua currents) among the three phases of the line. Thus, a distribution line where a phase outage
may go unnoticed for long periods of time can represent alarger source of induced currents than a
transmission line where the loads are well-balanced (Jaffa and Stewart, 1981).

Knowledge of the phenomenon, grounding practices, and the availability of mitigation measures mean that
magnetic-induction effects from the proposed 500-kV transmission line will be minima.

Magnetic fields from transmission and distribution facilities can interfere with certain electronic equipment.
Magnetic fields can cause distortion of the image on VDTs and computer monitors. The threshold field
for interference depends on the type and size of monitor and the frequency of the field. Interference has
been observed for certain monitors at fields at or below 10 mG (Baishiki et a., 1990; Banfai et al., 2000).
Generdly, the problem arises when computer monitors are in use near eectrica distribution facilitiesin
large office buildings. Fields from the proposed line would fal below thislevel at approximately 185 ft.
(56.4 m) from the centerline.

Interference from magnetic fields can be eiminated by shielding the affected monitor or moving it to an
areawith lower filds. Similar mitigation methods could be gpplied to other sengitive electronics, if
necessary. Interference from 60-Hz fields with computers and control circuits in vehicles and other
equipment is not anticipated at the field levels found under and near the proposed 500-kV transmission
line.

6.0 Regulations

Regulations that apply to transmission-line e ectric and magnetic fields fall into two categories. Safety
standards or codes are intended to limit or eliminate electric shocks that could serioudly injure or kill
persons. Field limits or guidelines are intended to limit eectric- and magnetic-field exposures that can
cause nuisance shocks or might cause health effects. In no case has alimit or standard been established
because of a known or demonstrated health effect.

The proposed line would be designed to meet the NESC (IEEE, 1990), which specifies how far
transmission-line conductors must be from the ground and other objects. The clearances specified in the
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code provide safe distances that prevent harmful shocks to workers and the public. In addition, people
who live and work near transmission lines must be aware of safety precautions to avoid electrical (which
is not necessarily physical) contact with the conductors. For example, farmers should not up-end irrigation
pipes under atransmission or other electrical line. Inaddition, as a matter of safety, the NESC specifies
that electric-fidd-induced currents from transmission lines must be below the 5 mA (“let go”) threshold
deemed a lower limit for primary shock. BPA publishes and distributes a brochure that describes safe
practices to protect against shock hazards around power lines (USDOE, 1995).

Fed limits or guiddlines have been adopted in several states and countries and by national and
internationa organizations. Electric-fied limits have generally been based on minimizing nuisance shocks
or field perception. Theintent of magnetic-field limits has been to limit exposuresto existing levels, given
the uncertainty of their potential for health effects.

There are currently no national standards in the United Sates for 60-Hz electric and magnetic fields.
Severa states have been active in establishing mandatory or suggested limits on 60-Hz electric and (in two
cases) magnetic fields. Six states have specific electric-field limits that gpply to transmisson lines:

Florida, Minnesota, Montana, New Jersey, New Y ork, and Oregon. These regulations are summarized in
Table 5, adapted from TDHS Report (1989). Floridaand New Y ork have established regulations for
magnetic fields. The state of Washington does not have limits for either electric or magnetic fields from
transmission lines.

Electric-field limits for the states have been given in terms of maximum field or edge-of -right-of -way field,
or both. Except for Florida, regulations have not explicitly stated the operating conditions under which the
limits apply. The Florida regulation, adopted after extensive public hearings and controversy, states:
"Although there is no conclusive evidence that there is any danger or hazard to public health at levels of
existing 60-hertz electric and magnetic fields found in Florida, there is evidence of a potential for adverse
hedlth effects on the public. Further research is needed to determine if there are effects and the exposure
levels at which effects may occur” (Florida Department of Environmental Regulation, 1989: Chapter 17-
274:2). The Florida éectric-fidd strength standard is based on 1) the avoidance of perception of the field
at the edge or on the right-of -way, and 2) the levels near existing facilities. The eectric-fidd strength limit
in Florida has been set at 2 kV/m at the edge of the right-of-way and 8 kV/m on the right-of -way for 230-
kV or smaller lines. For 500-kV lines, the eectric field shall not exceed 10 kV/m on the right-of -way and
2kV/m at the edge.

The Florida magnetic-field limit at the edge of the right-of-way is 150 mG for lines of 230 kV or less, and
200 mG for 500-kV lines. Thereis no stated limit on the right-of -way.

The Minnesota 8-kV/m maximum field limit is applied on a case-by-case basis by the Minnesota
Environmental Qudity Board (MEQB), which has jurisdiction over lines of nomina voltage 200 kV and
higher. Thelimit isincluded in Construction Permits granted by the MEQB rather than in aforma rule
(e.g., MEQB, 1977). Minnesata does not have an edge-of -right-of -way fidd limit.

The Montana Board of Natural Resources and Conservation (BNRC) imposed a 1 kV/m dectric-field
limit at the edge of the right-of-way in residential and subdivided areas for the BPA Garrison-Spokane
500-kV Transmission Project (BNRC, 1983). The administrative rules incorporating this requirement
were adopted in 1984 (Jamison, 1986). These rules apply to lines designed for operation at 69 kV and
higher, as the BNRC has routing authority over them. (An affected landowner may waive the 1 kV/m
requirement.) At road crossings, a 7-kV/m limit must be observed. The 1-kV/m eectric-fidd limit was
adopted because of the degree of protection and assurance to the public it provided and because of the

17



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

small amount of additiond right-of-way required (Jamison, 1986). Although Montana does not have a
megnetic-field limit, the impostion of the 1-kV/m eectric-field limit ensures that edge-of -right-of -way
magnetic fields will be less than 50 mG (Jamison, 1986).

In New Jersey, the Department of Environmental Protection (NJDEP), Bureau of Radiation Protection,
established interim guidelines for maximum field levels at the edge of the right-of-way (NJDEP, 1981).
Their 3-kV/m limit isin the form of aresolution and is not enforced, but serves rather as a guiddine for
evaluating complaints.

The New Y ork edge-of -right-of -way electric-field limit resulted from the extensive public hearings on 765
kV lines before the New Y ork Public Service Commission (NY PSC) from 1975 to 1977. The opinions
issued by the NYPSC in this case required that the interim edge-of -right-of -way eectric-field limit be
equivaent to that for 345-kV lines (NYPSC, 1978b; 1978a). This resulted in an edge-of -right-of -way limit
of approximately 1.6 kV/m. This limit was explicitly implemented by specification of a 350-ft. (107-m)
right-of-way width for 765-kV lines. In addition, eectric fields on public roads, private roads, and other
terrain were limited to 7, 11, and 11.8 kV/m, respectively. These values were intended to limit the induced
current to 4.5mA for the largest anticipated vehicle. The NYPSC aso required that the utilities involved
fund additional research in the area of biological effects of EMF. The fina report of the New York State
Scientific Advisory Program was issued in 1987 (Ahlbom et a., 1987). New Y ork adopted an edge-of -
right-of -way magnetic-field standard of 200 mG in August 1990 (TDHS Report, 1990).

Oregon's forma rule in its transmission line siting procedures specificaly addresses field limits. The
Oregon limit of 9kV/m for eectric fieldsis applied to areas accessible to the public (Oregon, 1980). The
Oregon rule also addresses grounding practices, audible noise, and radio interference.

Government agencies and utilities operating transmission systems have established design criteria that
include EMF levels. BPA has maximum alowable dectric fields of 9 and 5kV/m on and at the edge of
the right-of -way, respectively (USDOE, 1996). BPA aso has maximum-alowable dectric-field strengths
of 5kV/m, 3.5kV/m, and 2.5kV/m for road crossings, shopping center parking lots, and commercia/
industrial parking lots, respectively. These levels are based on limiting the maximum short-circuit currents
from anticipated vehicles to less than 1 mA in shopping center lots and to less than 2 mA in commercia
parking lots.

Electric-field limits for overhead power lines have a so been established in other countries (Maddock,
1992). Limitsfor magnetic fields from overhead power lines have not been explicitly established
anywhere except in Floridaand New Y ork. However, general guidelines and limits on EMF have been
established for occupationa and public exposure in several countries and by national and international
organizations.

The American Conference of Governmental Industrial Hygienists (ACGIH) sets guidelines (Threshold
Limit Vaues or TLV) for occupational exposures to environmental agents (ACGIH, 2000). Ingenerd,
aTLV represents the level below which it is believed that nearly al workers may be exposed repeatedly
without adverse hedlth effects. For EMF, the TLV s represent ceiling levels. For 60-Hz electric fields,
occupational exposures should not exceed the TLV of 25 kV/m. However, the ACGIH aso recognizes
the potential for startle reactions from spark discharges and short-circuit currents in fields greater than
5-7 kV/m, and recommends implementing grounding practices. They recommend the use of conductive
clothing for work in fields exceeding 15 kV/m. The TLV for occupationa exposure to 60-Hz magnetic
fiedldsisacelling level of 10 G (10,000 mG) (ACGIH, 2000).
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Electric and magnetic fields from various sources (including automobile ignitions, appliances and, possibly,
transmission lines) can interfere with implanted cardiac pacemakers. In light of this potential problem,
manufacturers design devices to be immune from such interference. However, research has shown that
these efforts have not been completely successful and that a few models of pacemakers could be affected
by 60-Hz fields from transmission lines. There were aso numerous models of pacemakers that were not
affected by fields even larger than those found under transmission lines. Because of the known potential
for interference with pacemakers by 60-Hz fields, field limits for pacemaker wearers have been
established by the ACGIH. They recommend that wearers of pacemakers and similar medical-assist
devices limit their exposure to dectric fields of 1 kV/m or less and to magnetic fieldsto 1 G (1,000 mG) or
less (ACGIH, 2000).

The International Committee on Non-ionizing Radiation Protection (ICNIRP), working in cooperation with
the World Health Organization (WHO) has devel oped guiddines for occupationa and public exposures to
EMF (ICNIRP, 1998). For occupationa exposures at 60 Hz, the recommended limits to exposure are 8.3
kV/m for eectric fields and 4.2 G (4,200 mG) for magnetic fields. The electric-field level can be
exceeded, provided precautions are taken to prevent spark discharge and induced current shocks. For
the general public, the ICNIRP guidelines recommend exposure limits of 4.2 kV/m for electric fields and
0.83 G (830 mG) for magnetic fields (ICNIRP, 1998).

ICNIRP has a so established guidelines for contact currents, which could occur when a grounded person
contacts an ungrounded object in an eectric field. The guideline levels are 1.0 mA for occupationa
exposure and 0.5 mA for public exposure.

The dectric fields from the proposed 500-kV line would meet the ACGIH standards, provided wearers of
pacemakers and similar medical-assist devices are discouraged from unshielded right-of-way use. (A
passenger in an automobile under the line would be shielded from the electric field.) The éectric fieldsin
limited areas on the right-of -way would exceed the ICNIRP guideline for public exposure. The magnetic
fields from the proposed line would be below the ACGIH and IRPA/INIRC limits. The electric fields
present on the right-of-way could induce currents in ungrounded vehicles that exceeded the ICNIRP level
of 0.5 mA.

The estimated peak electric fields on the right-of -way of the proposed transmission line would meet limits
set in Florida, New Y ork and Oregon, but not those of Minnesota and Montana (see Table 5). The BPA
maximum alowable eectric field limit would be met for al configurations of the proposed line. The edge
of right-of-way electric fields from the proposed line would be below limits set in Florida and New Jersey,
but above those in Montana and New Y ork.

The magnetic field at the edge of the right-of-way from the proposed line would be below the regulatory
levels of states where such regulations exist.

7.0 Audible Noise

7.1  Basic Concepts

Audible noise (AN), as defined here, represents an unwanted sound, as from a transmission line,
transformer, airport, or vehicle traffic. Sound is a pressure wave caused by a sound source vibrating or
displacing air. The ear converts the pressure fluctuations into auditory sensations. AN from a source is
superimposed on the background or ambient noise that is present before the source is introduced.
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The amplitude of a sound wave is the incremental pressure resulting from sound above atmospheric
pressure. The sound-pressure level is the fundamental measure of AN; it is generally measured on a
logarithmic scale with respect to a reference pressure. The sound-pressure level (SPL) in decibels (dB)

is given by:
SPL =201log (P/P,)dB

where P is the effective rms (root-mean-square) sound pressure, Py is the reference pressure, and the
logarithm (log) isto the base 10. The reference pressure for measurements concerned with hearing is
usually taken as 20 micropascals (Pa), which is the approximate threshold of hearing for the human ear.
A logarithmic scale is used to encompass the wide range of sound levels present in the environment. The
range of human hearing is from 0 dB up to about 140 dB, aratio of 10 million in pressure (EPA, 1978).

Logarithmic scales, such as the decibel scale, are not directly additive: to combine decibel levels, the dB
values must be converted back to their respective equivalent pressure values, the total rms pressure level
found, and the dB value of the total recalculated. For example, adding two sounds of equal level on the dB
scaleresultsin a3 dB increase in sound level. Such an increase in sound pressure level of 3dB, which
corresponds to a doubling of the energy in the sound wave, is barely discernible by the human ear. It
requires an increase of about 10 dB in SPL to produce a subjective doubling of sound level for humans.
The upper range of hearing for humans (140 dB) corresponds to a sharply painful response (EPA, 1978).

Humans respond to sounds in the frequency range of 16 to 20,000 Hz. The human response depends on
frequency, with the most sengitive range roughly between 2000 and 4000 Hz. The frequency-dependent
sengitivity is reflected in various weighting scales for measuring audible noise. The A-weighted scae
weights the various frequency components of a noise in approximately the same way that the human ear
responds. Thisscaeis generally used to measure and describe levels of environmental sounds such as
those from vehicles or occupational sources. The A-weighted scale is also used to characterize
transmission-line noise. Sound levels measured on the A-scale are expressed in units of dB(A) or dBA.

AN levels and, in particular, corona-generated audible noise (see below) vary intime. In order to account
for fluctuating sound levels, statistical descriptors have been developed for environmenta noise.
Exceedence levels (L levels) refer to the A-weighted sound level that is exceeded for a specified
percentage of thetime. Thus, the Ls level refers to the noise level that is exceeded only 5 percent of the
time. Lso refersto the sound level exceeded 50 percent of the time. Sound-level measurements and
predictions for transmission lines are often expressed in terms of exceedence levels, with the Ls level
representing the maximum level and the Ls, level representing a median level.

Table 6 shows AN levels from various common sources. Clearly, thereis wide variation. Noise exposure
depends on how much time an individua spends in different locations. Outdoor noise generaly does not
contribute to indoor levels (EPA, 1974). Activitiesin abuilding or residence generally dominate interior
AN levels. The amount of sound attenuation (reduction) provided by buildingsis givenin Table 7.
Assuming that residences adong the line route fal in the "warm climate, windows open” category, the
typica sound attenuation provided by ahouse is about 12 dBA.

The BPA design criterion for corona-generated audible noise (Lso, foul weather) is 50 £2 dBA at the edge
of the right-of-way (Perry, 1982). The Washington Administrative Code provides noise limitations by
class of property, residential, commercia or industrial (Washington State, 1975). Transmission lines are
classfied asindustrial and may cause a maximum permissible noise level of 60 dBA to intrude into
residentia property. During nighttime hours (10:00 pm to 7:00 am), the maximum permissible limit for
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noise from industria to residential areasis reduced to 50 dBA. Thislatter level applies to transmission
lines that operate continuously. The state of Washington Department of Ecology accepts the 50 dBA
level a the edge of the right-of-way for transmission lines, but encouraged BPA to design lines with lower
audible noise levels (WDOE, 1981).

The EPA has established a guiddine of 55 dBA for the annual average day-night level (Lgn) in outdoor
aress (EPA, 1978). In computing this value, a 10 dB correction (penalty) is added to night-time noise
between the hours of 10 pm and 7 am.

7.2 Transmission-line Audible Noise

Coronais the partia eectrica breskdown of the insulating properties of air around the conductors of a
transmission line. In asmall volume near the surface of the conductors, energy and heat are dissipated.
Part of this energy isin the form of small local pressure changes that result in audible noise. Corona-
generated audible noise can be characterized as a hissing, crackling sound that, under certain conditions, is
accompanied by a 120-Hz hum.

Corona-generated audible noise is of concern primarily for contemporary lines operating at voltages of
345 kV and higher during foul weather. The conductors of high-voltage transmission lines are designed to
be corona-free under ideal conditions. However, protrusions on the conductor surface—particularly water
droplets on or dripping off the conductors—cause electric fields near the conductor surface to exceed
corona onset levels, and corona occurs. Therefore, audible noise from transmission linesis generdly a
foul-weather (wet-conductor) phenomenon. Wet conductors can occur during periods of rain, fog, snow,
or icing. Based on meteorologic records near the route of the proposed transmission line, such conditions
are expected to occur less than 7 percent of the time during the year. For afew months after line
construction, residua grease or oil on the conductors can cause water to bead up on the surface. This
results in more corona sources and dightly higher levels of audible noise and e ectromagnetic interference
if thelineisenergized. However, the new conductors "age" in afew months, and the level of corona
activity decreases to the predicted equilibrium value. During fair weather, insects and dust on the
conductor can aso serve as sources of corona. The proposed line has been designed with three
subconductors per phase to yield acceptable corona levels.

7.3 Predicted Audible Noise L evels

The predicted levels of corona-generated audible noise for the proposed line operated at a voltage of
540 kV are given in Table 8 and plotted in Figure 4 for selected configurations. For comparison, Table 8
aso givesthe caculated levels for the existing paralldl lines. Audible noise levels are calculated for
average voltage and average conductor heights for fair- and foul-westher conditions. The calculated
median level (Lso) during foul weather at the edge of the proposed Schultz - Wautoma right-of -way is
about 50 dBA, which is comparable with levels at the edges of existing 500-kV linesin Washington and
lower than the levels from the existing 500-kV lines in the corridor just east of Schultz substation.

For configurations with parallel 230-kV lines (Configurations D-1 to D-4), the AN level at the edge of the
right-of -way adjacent to the proposed line would be 50 dBA. For the Configuration A-4, which entails
replacement of an existing 500-kV line with the proposed line, the AN level at the edge of the right-of -way
would decrease by about 8 dBA. The AN at the edge of the right-of-way of the realigned Sickler-Schultz
500-kV line would be 59 dBA. The proposed Schultz-Wautoma line would increase the level at the edge
of the exigting 230-kV lines by 8to-12 dBA. Thisincrease would be perceived as a doubling of the noise
level.
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During fair-westher conditions, which occur about 92 percent of the time, audible noise levels would be
about 20 dBA lower (if coronawere present). These lower levels could be masked by ambient noise on
and off the right-of -way.

7.4 Discussion

The calculated foul-weather corona noise levels for the proposed line would be comparable to or less than
those from existing 500-kV lines in Washington. During fair weather, noise from the conductors might be
perceivable on the right-of -way, but beyond the right-of -way it will likely be masked or so low as not to be
perceived.

Off the right-of-way, the levels of audible noise from the proposed line would be well below the 55 dBA
level that can produce interference with speech outdoors. Since residentia buildings provide significant
sound attenuation (-12 dBA with windows open; -24 dBA with windows closed), the noise levels off the
right-of-way would be well below the 45 dBA level required for interference with speech indoors. Itis
aso highly unlikely that indoor noise levels from the line would exceed the 35 dBA level where sleep
interference can occur (EPA, 1973; EPA, 1978). Since coronais a foul-weather phenomenon, people
tend to be inside with windows possibly closed, providing additional attenuation when coronanoiseis
present. In addition, ambient noise levels can be high during such periods (due to rain hitting foliage or
buildings), and can mask corona noise.

The 50-dBA level at the edge of the right-of-way for the proposed line would meet Washington
Administrative Code limits for transmission lines. Noise levels near the existing Vantage-Schultz and
Sickler-Schultz 500-kV lines exceed the limit and presumably are allowed because of the ages of the lines.

The computed annual Ly, level for transmission lines operating in areas with about 7 percent foul weather
isabout Ly, = Lso - 4 dB (Bracken, 1987). Therefore, assuming such conditions in the Schultz - Hanford
area, the estimated L 4, at the edge of the right-of-way would be approximately 46 dBA, which is below
the EPA L guiddine of 55 dBA.

75 Conclusion

Along the proposed line route, there would be an increase in the perceived noise above ambient levels
during foul wesather at the edges of new right-of-way. Along those sections of the proposed route where
new right-of-way parallels existing 230-kV right-of-way, increasesin line noise levels during foul westher
at the edge of the right-of -way adjacent to the existing lines would be perceived as a doubling of the noise
level. Along new and existing corridors, the corona-generated noise during foul weather might be masked
to some extent by naturally occurring sounds such as wind and rain on fdiage. During fair wesather, the
noise off the right-of -way would probably not be detectable above ambient levels. The noise levels from
the proposed line would be below levels identified as causing interference with speech or deep. The
audible noise from the transmission line would be below EPA guidedine levels and would meet the BPA
design criterion that complies with the Washington state noise regulations.
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8.0 Electromagnetic I nterference

8.1 Basic Concepts

Corona on transmission-line conductors can a so generate el ectromagnetic noise in the frequency bands
used for radio and television signals. The noise can cause radio and television interference (Rl and TVI).
In certain circumstances, corona-generated el ectromagnetic interference (EMI) can also affect
communications systems and other sengitive receivers. Interference with electromagnetic signals by
corona-generated noise is generally associated with lines operating at voltages of 345 kV or higher. This
is especidly true of interference with televison signals. The three-conductor bundle design of the
proposed 500-kV line is intended to mitigate corona generation and thus keep radio and television
interference levels at acceptable levels.

Spark gaps on distribution lines and on low-voltage wood-pole transmission lines are a more common
source of RI/TVI than is corona from high-voltage electrical systems. This gap-type interference is
primarily afar-weather phenomenon caused by loose hardware and wires. The proposed transmission
linewould be constructed with modern hardware that eliminates such problems and therefore
minimizes gap noise. Consequently, this source of EMI is not anticipated for the proposed line.

No dtate has limits for either Rl or TVI. Inthe United States, electromagnetic interference from power
transmission systems is governed by the Federd Communications Commission (FCC) Rules and
Regulations presently in existence (FCC, 1988). A power transmission system fallsinto the FCC category
of "incidental radiation device," which is defined as "a device that radiates radio frequency energy during
the course of its operation athough the device is not intentionally designed to generate radio frequency
energy." Such adevice "shall be operated so that the radio frequency energy that is emitted does not
cause harmful interference. In the event that harmful interference is caused, the operator of the device
shall promptly take steps to eliminate the harmful interference.” For purposes of these regulations, harmful
interference is defined as. "any emission, radiation or induction which endangers the functioning of aradio
navigation service or of other safety services or serioudy degrades, obstructs or repeatedly interrupts a
radio communication service operating in accordance with this chapter" (FCC, 1988: Vol I, part 15.
47CFR, Ch. 1).

Electric power companies have been able to work quite well under the present FCC rule because harmful
interference can generaly be eliminated. It has been estimated that more than 95 percent of power-line
sources that cause interference are due to gap-type discharges. These can be found and completely
eliminated, when required to prevent interference (USDOE, 1980). Complaints related to corona-
generated interference occur infrequently. This is especialy true with the advent of cable television and
satellite television, which are not subject to corona-generated interference. Mitigation of corona-generated
interference with conventiona radio and television receivers can be accomplished in several ways, such as
use of adirectiona antenna or relocation of an existing antenna (USDOE, 1977; USDOE, 1980; L oftness
et a., 1981).

8.2 RadioInterference (RI)

Radio reception in the AM broadcast band (535 to 1605 kilohertz (kHz)) is most often affected by corona-
generated EMI. FM radio reception israrely affected. Generally, only residences very near to
transmission lines can be affected by RI. The IEEE Radio Noise Design Guide identifies an

acceptable limit of fair-weather RI as expressed in decibels above 1 microvolt per meter (dBnmV/m) of
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about 40 dBnV/m at 100 ft. (30 m) from the outside conductor (IEEE Committee Report, 1971). As
a generd rule, average levels during foul weather (when the conductors are wet) are 16 to 22 dBnmV/m
higher than average fair-weather levels.

8.3 Predicted Rl Levels

Table 9 gives the predicted fair- and foul-weather Rl levels at 100 ft. (30 m) from the outside conductor
for the proposed 500-kV line in the eight configurations. Median foul-weather levels would be about

17 dB higher than the fair-weather levels. The predicted Ls, fair-weather level at the edge of the new
right-of-way is 46 dBnmV/m for 540-kV line operation; a 100 ft. (30 m) from the outside conductor, the
level is40 dBnmV/m or less. Predicted fair-weather Lsg levels are comparable with those for other existing
500-kV lines and lower than that from the existing 500-kV Sickler-Schultz line (47 dBmV//m at 100 ft. [30
m]). Predictionsindicate that fair-weather Rl will meet the IEEE 40 dBnV/m criterion at distances
greater than about 100 ft. (30 m) from the outside conductor of the proposed linein al configurations.

84  Televison Interference (TVI)

Corona-caused TV occurs during foul weather and is generaly of concern for transmission lines with
voltages of 345 kV or above, and only for conventiona receivers within about 600 ft. (183 m) of aline.
Asisthe case for RI, gap sources on digtribution and low-voltage transmission lines are the principal
observed sources of TVI. The use of modern hardware and construction practices for the proposed line
would minimize such sources.

85 Predicted TVI Levds

Table 10 shows TVI levels predicted at 100 ft. (30 m) from the outside conductor of the proposed line
operating at 540 kV and from exigting lines. At this distance, the foul-weather TV level predicted for the
proposed line is 26 dBnV/m or less. Thisis comparable with TVI levels from other existing BPA 500-kV
lines, and lower than that from the existing Sickler-Schultz 500-kV line (33 dBnV//m at 100 ft. [30 m]).

Thereis a potentia for interference with television signals at locations very near the proposed line in fringe
reception areas. However, several factors reduce the likelihood of occurrence. Corona-generated TV
occurs only in foul weather; consequently, sgnaswill not be interfered with most of the time, which is
characterized by fair weather. Because television antennas are directional, the impact of TVI isrelated to
the location and orientation of the antenna relative to the transmission line. 1f the antenna were pointed
away from the ling, then TVI from the line would affect reception much less than if the antenna were
pointed towards the line. Since the level of TVI fdls off with distance, the potentia for interference
becomes minimal at distances greater than several hundred feet from the centerline.

Other forms of TVI from transmission lines are signal reflection (ghosting) and signal blocking caused by
the relative locations of the transmission structure and the receiving antenna with respect to the incoming
televison signal. Televison systems that operate at higher frequencies, such as satellite receivers, are not
affected by corona-generated TVI. Cable television systems are similarly unaffected.

Interference with television reception can be corrected by any of several approaches. improving the
receiving antenna system; installing a remote antenna; installing an antennafor TV stations less vulnerable
to interference; connecting to an existing cable system; or installing atrandator (cf. USDOE, 1977). BPA
has an active program to identify, investigate, and mitigate legitimate Rl and TVI complaints. Itis
anticipated that any instances of TVI caused by the proposed line could be effectively mitigated.
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8.6 Interference with Other Devices

Corona-generated interference can conceivably cause disruption on other communications bands such as
the citizen's (CB) and mobile bands. However, mobile-radio communications are not susceptible to
transmission-line interference because they are generally frequency modulated (FM). Similarly, cdlular
telephones operate at a frequency of about 900 MHz, which is above the frequency where corona-
generated interference is prevalent. In the unlikely event that interference occurs with these or other
communications, mitigation can be achieved with the same techniques used for television and AM radio
interference.

8.7 Conclusion

Predicted EMI levels for the proposed 500-kV transmission line are comparable to those from existing
500-kV lines. If interference should occur, there are various methods for correcting it; BPA has a
program to respond to legitimate complaints. Therefore, the anticipated impacts of corona-generated
interference on radio, televison, or other reception would be minimal.

9.0 Other Corona Effects

Coronaisvisble as abluish glow or as bluish plumes. The proposed 500-kV line is designed to have lower
coronalevels than is present on the older 500-kV linesin the area. Therefore corona on the conductors
would be less visible on this line than on others and would be observable only under the darkest conditions
and probably only with the aid of binoculars. Without a period of adaptation for the eyes and without
intentional looking for the corona, it probably would not be noticeable.

When corona is present, the air surrounding the conductors is ionized and many chemical reactions take
place, producing small amounts of ozone and other oxidants. Ozone is approximately 90 percent of the
oxidants, while the remaining 10 percent is composed principaly of nitrogen oxides. The nationa primary
ambient air quality standard for photochemica oxidants, of which ozone is the principal component, is 235
micrograms/cubic meter) or 120 parts per billion. The maximum incremental ozone levels a ground level
produced by corona activity on the proposed transmission line during foul weather would be much less
than 1 part per billion. Thislevd isinsignificant when compared with naturd levels and fluctuationsin
natural levels.

10.0 Summary

Electric and magnetic fields from the proposed transmission line have been characterized using well-
known techniques accepted within the scientific and engineering community. The expected electric-field
levels from the proposed line a minimum design clearance would be comparable to those of other
500-kV lines in Washington and elsewhere. The expected magnetic-field levels from the proposed line
would be comparable to or less than those from other 500-kV lines in Washington and elsewhere.

The peak dectric field expected under the proposed line would be 8.9 kV/m; the maximum value at the
edge of the right-of-way would be about 2.0 kV/m. Clearances at road crossings would be increased to
reduce the peak dectric-fiedld vaueto 3.9 kV/m.

Under maximum current conditions, magnetic-field levels would be as follows:
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the maximum magnetic fields under the proposed line would be 244 mG;

at the edge of the right-of-way nearest to the proposed 500-kV line, the magnetic field would be
55 to 66 mG, depending on the configuration.

The dectric fields from the proposed line would meet regulatory limits for public exposure in some states,
but could exceed the regulatory limits or guidelines for peak fields established in other states and by
ICNIRP. The magnetic fields from the proposed line would be within the regulatory limits of the two
states that have established them and within guidelines for public exposure established by ICNIRP.
Washington does not have any electric- or magnetic-field regulatory limits or guiddines.

Short-term effects from transmission-line fields are well understood and can be mitigated. Nuisance
shocks arising from eectric-field induced currents and voltages could be perceivable on the right-of -way
of the proposed line. It is common practice to ground permanent conducting objects during and after
construction to mitigate against such occurrences.

Corona-generated audible noise from the line would be perceivable during foul weather. The levels would
be comparable to those near existing 500-kV transmission lines in Washington, would be in compliance
with noise regulations in Washington, and would be below levels specified in EPA guiddines.

Corona-generated electromagnetic interference from the proposed line would be comparable to or less
than that from existing 500-kV lines in Washington. Radio interference levels would be below limits
identified as acceptable. Television interference, a foul-weather phenomenon, is anticipated to be
comparable to or less than that from existing 500-kV lines in Washington; if legitimate complaints arise,
BPA has amitigation program.

26



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

List of References Cited

ACGIH (American Conference of Governmental Industrial Hygienists). 2000. 2000 TLVsand BEIs:
Threshold Limit Values for Chemical Substances and Physical Agents and Biological Exposure
Indices. American Conference of Governmental Industrial Hygienists, Cincinnati. 192 pages.

Ahlbom, A.; Albert, E.N.; Fraser-Smith, A.C.; Grodzinsky, A.J.; Marron, M.T.; Martin, A.O.; Persinger,
M.A.; Shelanski, M.L.; and Wolpow, E.R. 1 July 1987. Biologica Effects of Power Line Fields.
New York State Power Lines Project Scientific Advisory Panel Final Report.

Baishiki, R.S.; Johnson, G.B.; Zaffandlla, L.E.; Bracken, T.D.; Sussman, S.S.; Rauch, G.B.; and Silva,
JM. 1990. Studiesof Power System Magnetic Fields: Characterization of Sourcesin Residentia
Environments, Measurement of Exposure, Influence On Computer Screens. (36-104) CIGRE,
Paris, France. 10 pages.

Banfai, B.; Karady, G.G.; Kim, C.J.; and Maracas, K.B. 2000. Magnetic field effects on CRT computer
monitors. |EEE Trans. on Power Delivery 15, 307-312.

Bassen, H.; Casamento, J.; and Crowl, B. 1991. Reduction of eectric and magnetic field emissions from
electric blankets (Meeting abstract). In: Bioelectromagnetics Society, 13th Annua Meseting, 23-27
June, Salt Lake City. Bioelectromagnetics Society, New Y ork, 20.

BNRC (Montana Board of Natural Resources and Conservation). May 6, 1983. In the matter of the
Bonneville Power Adminigtration proposed construction of 500-kV transmission line, Case No.
883-2.

Bowman, J.D.; Garabrant, D.H.; Sobel, E.; and Peters, JM. June 1988. Exposuresto Extremely Low
Frequency (ELF) Electromagnetic Fields in Occupations With Elevated Leukemia Rates. Applied
Indugtrial Hygienics, 3(6, June):189-194.

Bracken, T.D. 1987. Audible Noise from High Voltage Transmission Facilities. A Briefing Paper
Prepared for State of Florida Department of Environmental Regulation. (DER Contract No.
SP122) State of Florida Department of Environmental Regulation.

Bracken, T.D. 1990. The EMDEX Project: Technology Transfer and Occupational M easurements,
Volumes 1-3 Interim Report. EPRI Report EN-7048. (EPRI EN-7048) Electric Power Research
Institute, Palo Alto, CA.

Chartier, V.L. April 1983. Empirical Expressions for Calculating High Voltage Transmission Corona
Phenomena, First Annual Seminar Technical Career Program for Professional Engineers.
Bonneville Power Administration, Portland, Oregon. April 1983, 75-82.

Chartier, V.L. and Stearns, R.D. January 1981. Formulas for Predicting Audible Noise from Overhead
High Voltage AC and DC Lines. IEEE Transactions on Power Apparatus and Systems, PAS
100(No. 1, January 1981):121-129.

Dabkowski, J. and Taflove, A. May/June 1979. Prediction Method for Buried Pipeline Voltages Due to
60 Hz AC Inductive Coupling. Part I1: Field Test Verification. IEEE Transactions on Power
Apparatus and Systems, PAS-98(3, May/June):788-794.

27



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

Deadman, J.E.; Camus, M.; Armstrong, B.G.; Heroux, P.; Cyr, D.; Plate, M.; and Thériault, G. August
1988. Occupationa and Residential 60-Hz Electromagnetic Fields and High Frequency Electric
Transents: Exposure Assessment Using a New Dosimeter. American Industrial Hygiene
Association Journal, 49(8, August): 409-419.

Deno, D.W. and Zaffandlla, L. 1982. Field effects of overhead transmission lines and stations. Chap. 8.
In: Transmission Line Reference Book: 345 KV and Above. Second ed. (Ed: LaForest, J.J.).
Electric Power Research Institute, Palo Alto, CA, 329-419.

EPA (Environmental Protection Agency). July 1973. Public Hedlth and Welfare Criteriafor Noise. (No.
500/9-73-002, July 27, 1973.) U.S. Environmental Protection Agency, Washington, D.C.

EPA. 1974. Information On Levels of Environmental Noise Requisite to Protect Public Health and
Welfare With an Adequate Margin of Safety. (No. PB-239 429.) U.S. Environmental Protection
Agency, Washington, D.C.

EPA. 1978. Protective Noise Levels. Condensed Version of EPA Levels Document. (No. PB82-
138827) U.S Environmental Protection Agency, Washington, DC.

FCC (Federa Communications Commission). 1988. Federa Communications Commission Rules and
Regulations. 10-1-88 ed. Vol. Il part 15, 47 CFR, Ch. 1.

Florida Department of Environmental Regulation. March 1989. Electric and Magnetic Fields. Chapter
17-274. Department of Environmental Regulation Rules, March 1989.

Florig, H.K. and Hoburg, JF. 1988. Electric and Magnetic Field Exposure Associated With Electric
Blankets. Project Resume. Contractor's Review. U.S. Department of Energy/Electric Power
Research Institute.

Florig, H.K.; Hoburg, JF.; and Morgan, M.G. April 1987. Electric Field Exposure from Electric
Blankets. IEEE Transactions on Power Déelivery, PWRD-2(2, April):527-536.

Gauger, J. September 1985. Household Appliance Magnetic Field Survey. |EEE Transactions on Power
Apparatus and Systems, 104(9, September):2436-2445.

Glasgow, A.R. and Carstensen, E.L. February 1981. The Shock Record for 500 and 750 KV
Transmission Linesin North America. |EEE Transactions on Power Apparatus and Systems,
100(2, February):559-562.

Harvey, SM. 1983. Anayssof operator exposure to electric fields from video display units. Chap. 2. In
Video Display Units--Characterization of Electric and Magnetic Fields. (Ontario Hydro Research
Divison Report # 83-503-K) (Ed: Walsh, M.L.). Ontario Hydro, Toronto, 31-56.

Heroux, P. 1987. 60-Hz Electric and Magnetic Fields Generated By a Distribution Network.
Bioelectromagnetics, 8(2):135-148.

ICNIRP (International Committee on Non-ionizing Radiation Protection). April 1998. Guideines for

Limiting Exposure to Time-Varying Electric, Magnetic, and Electromagnetic Fields (Up to 300
GHz). Hedlth Physics, 74(4, April):1-32.

28



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

|EEE (Institute of Electrical and Electronics Engineers, Inc.). 1978. Electric and Magnetic Field Coupling
from High Voltage AC Power Transmission Lines -- Classification of Short-Term Effects On
People. |EEE Transactions on Power Apparatus and Systems, PAS-97:2243-2252.

IEEE. 1987. IEEE Standard Procedures for Measurement of Power Frequency Electric and Magnetic
Fields from AC Power Lines. ANSI/IEEE Std. 644-1987, New York, NY.

IEEE. 1990. National Electrical Safety Code. 1990 ed. Institute of Electrical and Electronics Engineers,
Inc., New York, NY. 432 pages.

|EEE Committee Report. March/April 1971. Radio Noise Design Guide for High Voltage Transmission
Lines. IEEE Transactions on Power Apparatus and Systems, PAS-90(No. 2, March/April):833-
842.

|IEEE Committee Report. October 1982. A Comparison of Methods for Calculating Audible Noise of
High Voltage Transmission Lines. |EEE Transactions on Power Apparatus and Systems, 101(10,
October):4090-4099.

ITT Research Institute. 1984. Representative Electromagnetic Field Intensities Near the Clam Lake
(WI) and Republic (MI) ELF Facilities. Report Prepared for Naval Electronics Systems
Command, PME 110 E Washington, D.C. 20360. (Under contract NO0O039-84-C0070.) ITT
Research Institute, Chicago, IL. 60 pages.

Jaffa, K.C. and Stewart, J.B. March 1981. Magnetic Field Induction from Overhead Transmission and
Distribution Power Lines On Buried Irrigation Pipelines. |EEE Transactions on Power Apparatus
and Systems, PAS-100(3, March):990-1000.

Jamison, V. September 1986. Standard Setting in the United States. The View from Montana.
Proceedings of the Internationa Utility Symposium, Toronto, Ontario, Canada, September 17-19,
1986.

Kaune, W.T.; Stevens, R.G.; Callahan, N.J.; Severson, R.K.; and Thomas, D.B. 1987. Residentia
Magnetic and Electric Fields Measured Over 24-H Periods. (Final Report, Power Lines Project
21082-18) (Prepared by Battelle, Pacific Northwest Laboratories.) Health Research, Inc.,
Albany, NY. 109 pages.

Keesey, J.C. and Letcher, F.S. 1969. Minimum Thresholds for Physiological Responses to Flow of
Alternating Electric Current Through the Human Body At Power-Transmission Frequencies.
(Report No. 1) Naval Medica Research Ingtitute, Project MR 005.08-0030B, Bethesda, MD.
25 pages.

Loftness, M.O.; Chartier, V.L.; and Reiner, G.L. 1981. EMI Correction Techniques for Transmission
Line Corona. (August 18-20, 1981, pp. 351-361.) Proceedings of the 1981 |EEE International
Symposium on Electromagnetic Competibility, Boulder, CO.

Maddock, B.J. September 1992. Guidelines and Standards for Exposure to Electric and Magnetic Fields
At Power Fregquencies. (Panel 2-05, CIGRE meeting August 30-September 5, 1992) CIGRE,
Paris.

29



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

MEQB (Minnesota Environmental Quality Board). 1977. Public Hedlth and Safety Effects of High
Voltage Overhead Transmission Lines- An Anaysis for the Minnesota Environmental Quality
Board By Banks, R.S., Kanniainen, C. M. And Clark, R. D. (Report no. HRP-0024077) MEQB,
St. Paul, MN.

NJIDEP (New Jersey Commission on Radiation Protection). 1981. News Release: Guiddines for High
Voltage Transmission Lines Adopted. New Jersey State Department of Environment Protection,
Trenton, NJ.

NYPSC (New York State Public Service Commission). 1978a. New Y ork Public Service Commission,
Order Granting in Part and Denying in Part Petitions for Rehearing and Clarifying Opinion No. 78-
13, Issued October 13, 1978.

NYPSC. 1978b. Opinion No. 78-13: Cases 16529 and 26559 -- Common Record Hearings On Health
and Safety of Extra High Voltage Transmission Lines. Opinion and other determining health and
safety issues, imposing conditions, and authorizing, in case 26529, Operation pursuant to those
conditions.

Olsen, R.G.; Schennum, S.D.; and Chartier, V.L. April 1992. Comparison of Severa Methods for
Calculating Power Line Electromagnetic Interference Levels and Calibration With Long Term
Data. |EEE Transactions on Power Délivery, 7(April, 1992):903-913.

Oregon, State of. 1980. Oregon Administrative Rules Chapter 345, Division 80. Energy Facility Siting
Council standards relating to public health and safety, 934-80-055.

Perry, D. 1982. Sound Leve Limits from BPA Facilities. BPA memorandum, May 26, 1982;
Department of Environmental Quality, Noise Control Regulations, Chapter 340, Oregon
Adminigtrative Rules, Divison 35, March 1, 1978.

Reilly, JP. 1979. Electric Field Induction on Long Objects -- A Methodology for Transmission Line
Impact Studies. IEEE Transactions on Power Apparatus and Systems, PAS-98(6,
Nov/Dec):1841-1852.

WDOE (Washington Department of Ecology). 1981. Letter from D.E. Saundersto JH. Brunke, BPA,
dated 9/3/81 regarding EDNA classification for substations and transmission line. State of
Washington Department of Ecology, Olympia, WA.

Savitz, D.A. 1987. Case-Control Study of Childhood Cancer and Residential Exposure to Electric and
Magnetic Fields. Final report to the New Y ork State Department of Health Power Lines Project.

Sheppard, A.R. and Eisenbud, M. 1977. Biologica Effects of Electric and Magnetic Fields of Extremely
Low Frequency. New York University Press, New Y ork.

Silva, M.; Hummon, N.; Rutter, D.; and Hooper, C. 1989. Power Frequency Magnetic Fieldsin the
Home. |EEE Transactions on Power Ddlivery, 4.465-478.

Stopps, G.J. and Janischewskyj, W. 1979. Epidemiologica Study of Workers Maintaining HV Equipment
and Transmission Linesin Ontario. (Canadian Electrical Association Research Report) Canadian
Electrical Association, Montreal. 82 pages.



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

Taflove, A. and Dabkowski, J. May/June 1979. Prediction Method for Buried Pipeline Voltages Due to
60 Hz AC Inductive Coupling. Part I: Analysis. IEEE Transactions on Power Apparatus and
Systems, PAS-98(3, May/June):780-787.

TDHS Report. March 1989. EMF Rule Becomes Law; Hillsborough County Commission Challenges.
Transmission/Digtribution Hedlth & Safety Report, 7(9, 31 March):1-3.

TDHS Report. August 1990. Updates: New Y ork. Transmission/Distribution Health & Safety Report,
8(7, 31 August):4.

USDOE (U.S. Department of Energy), Bonneville Power Administration. March 1977. A Practical
Handbook for the Location, Prevention and Correction of Television Interference from Overhead
Power Lines. Portland, OR.

USDOE, Bonneville Power Administration. May 1980. A Practica Handbook for the Correction of
Radio Interference from Overhead Powerlines and Facilities. (May 1980.) Portland, OR.

USDOE, Bonneville Power Administration. 1995. Living and Working Around High-V oltage Power
Lines. (DOE/BP-799). Portland, OR. 9 pages.

USDOE, Bonneville Power Administration. 1996. Electrical and Biologica Effects of Transmission
Lines: A Review. (DOE/BP 2938 December 1996 1M) Portland, OR.

USDOE, Bonneville Power Administration. undated. "Coronaand Field Effects’ Computer Program
(Public Domain Software). Bonneville Power Administration, P.O. Box 491-ELE, Vancouver,
WA 98666.

Washington, State of. 1975. Washington Administrative Code, Chapter 173-60 WAC Maximum
Environmental Noise Levels. Department of Ecology, Olympia, WA.

Zaffanella, L.E. 1993. Survey of Residentia Magnetic Field Sources. Vol. 1: Goals, results, and
conclusions. (EPRI TR-102759-V1, Project 3335-02) Electric Power Research Institute, Palo
Alto, CA.

Zaffanella, L.E. and Katon, G.W. 1998. Survey of persona magnetic field exposure, Phase 11: 1000-

perosn survey. Interim Report. EMF RAPID Program Engineering Project #6. Enertech
Consultants, Lee, MA.

31



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

List of Preparers

T. Dan Bracken was the principal author of this report. He received aB.S. degree in physics from
Dartmouth College and M.S. and Ph.D. degreesin physics from Stanford University. Dr. Bracken has
been involved with research on and characterization of eectric- and magnetic-field effects from
transmission lines for over 27 years, first as a physicist with the Bonneville Power Administration (BPA)
(1973 - 1980) and since then as a consultant. Hisfirm, T. Dan Bracken, Inc., offers technical expertisein
areas of eectric- and magnetic-field measurements, instrumentation, environmental effects of transmission
lines, exposure assessment and project management. Joseph Dudman of T. Dan Bracken, Inc., provided
data entry, graphics, and clerical support in the preparation of the report.

Judith H. Montgomery of Judith H. Montgomery/Communications served as technical editor for the report.
She holds an A.B. degree in English literature from Brown University, 1966; and a Ph.D. degreein
American literature from Syracuse University, 1971. Dr. Montgomery has provided writing, editing, and
communications services to government and industry for 20 years. Her experience includes preparation of
Nationa Environmental Policy Act documents and technical papers dealing with transmission-line
environmental impact assessment and other utility-related activities.

32



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

(THISPAGE INTENTIONALLY LEFT BLANK.)



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects



Bonneville Power Administration/Schultz-Hanford Area Transmission Project
Appendix I: Electrical Effects

(REMOVE THISPAGE AND REPLACE WITH SCH-HA-EMF-TABL ES-050101.DOC)



Table 1:
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Physical and electrical characteristics of Schultz-Hanford Area Project configurations (4 pages).

New Configurations

Segment-Configuration A-1 A-2 A-3
Line Description Schultz-Hanford || Sickler-Schultz | Sickler-Schultz | Rocky Reach-
500KV Only 500KV Only 500kV Maple Valley

345-kV

Voltage, kV 550/540 550/540 550/540 362/358

M aximum/Aver age1

Peak current, A — /1436 — [-1478 — [-1478 -459/-470

Existing/Pr oposed’

Electric phasing BAC BAC BAC ABC

Clearance, ft. 33/47 33/47 33/47 3145

minimum/Aver age"

Centerline distance-dir ection — N/A N/A 150-§°

from Schultz — Hanford 500-

kV Line, ft.

Centerlinedistanceto edge of 75 75 75 75

ROW, ft.

Tower configuration Ddta Ddlta Ddta Flat

Phase spacing, ft. 40H, 287V 40H, 275V 40H, 275V 36H

Conductor: 3/1.302; 2/1.602; 2/1.602; 1/1.602

#/diameter, in.; spacing, in. 17.04 18 18

1 Average voltage and average clearance used for corona calculations.
2 Minus sign indicates current flow in opposite direction to flow in paralel proposed Schultz — Hanford line.
3 Distance from centerline of realigned Sickler-Schultz 500-kV line.
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Table 1, continued

Existing Configurations

Segment-Configuration A-4
Line Description Grand Coulee-Schultz Columbia- Covington-Columbia #3 & Sickler- Vantage-
500-kV DC (DC) Ellensburg Olympia-Grand Coulee DC Schultz 500- | Schultz 500-
) #1 115kV 230KV 287KV kv* kv?
Voltage, kV 550/540 550/540 121/117 242/235 301/292 550/540 550/540
Maximum/Aver agel
Peak current, A -1470/-1653 | -1470/-1653 -477/-453 -316/-341 -494/-486 -1338/— 1355/738
Existing/Proposed’
Electric phasing BAC BCA CBA BCA BAC BAC ABC
Clearance, ft. 33/47 33/47 25/35 30/42 30/42 33/47 33/47
minimum/Aver age’
Centerline distance-direction 500-N 375-N 250-N 125-N (0%
from Schultz-Hanford 500-
kV line, ft.
Centerline distanceto edge of 62.5 — — — — — 75
ROW, ft.
Tower configuration Vertical Vertical Flat Vertical Vertical Delta Flat
Phase spacing, ft. 36.5, 56.5, 36.5, 56.5, 12H 31, 47, 31H; 31, 47, 31H; 40H, 27.5V 49H
36.5H; 36V | 36.5H; 36V 21V 21V

Conductor: 3/1.602; 3/1.602; 1/1.108 1/1.382 1/1.382 2/1.602; 1/2.50
#/Diameter, in. ; spacing, in. 17.04 17.04 18

1 Average voltage and average clearance used for corona calculations.

2 Minus sign indicates current flow in opposite direction to flow in parallel proposed Schultz — Hanford line.

4 Proposed Schultz-Hanford/Wautoma 500-kV line will replace existing V antage-Schultz 500-kV and existing V antage-Schultz 500-kV will
replace Sickler-Schultz 500-kV. Sickler-Schultz 500-kV will be realigned north of Schultz substation (Configurations A-2 and A-3).
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Existing Configurations
Segment-Configuration D-1 D-2
Line Description Vantage-Midway || N.Bonneville- | Midway-M oxee Midway- Big Eddy-
230-kV Midway 230-kV 115-kV Grandview 115k V| Midway 230-kV
Voltage, kV ) 242/235 242/235 121117 121/117 242/235
Maximum/Aver age
Peak current, A 609/593 537/518 153/154 308/293 779730
Existing/Proposed’
Electric phasing ABC ABC ABC ABC ABC
Clearance, ft. 30/42 30/42 25/35 25/35 30/42
minimum/Aver age*
Centerline distance-direction 125-E 375-E 287.5E 237.5E 137.5E
from SchultzWautoma 500-
KV line, ft.
Centerlinedistanceto edge of 50 187.5 — — 62.5
ROW, ft.
Tower configuration Flat Flat Flat Flat Flat
Phase spacing, ft. 27H 27TH 12H 12H 2TH
Conductor: /1.0 1/1.108 1/0.655 1/0.563 1/1.382
#/Diameter, in.; spacing, in.

Average voltage and average clearance used for corona calculations.
2 Minus sign indicates current flow in opposite direction to flow in paralel proposed Schultz — Hanford line.
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Table 1, continued:

Existing Configurations

Segment-Configuration D-3 D-4
Line Description N. Bonneville- Midway- Big Eddy- Big Eddy-
Midway 230-kV | Grandview 115-kV | Midway 230-kV| Midway 230-k\V
Voltage, kV 242/235 121/117 242/235 242/235
Maximum/Aver age1
Peak current, A 537/518 308/293 779/730 779730
Existing/Proposed’
Electric Phasing ABC ABC ABC ABC
Clearance, ft. 30/42 25/35 30/42 30/42
minimum/Aver age’
Centerline distance-direction 325-E 237.5E 137.5E 137.5E
from Schultz-Wautoma 500-kV
line, ft.
Centerlinedistanceto edge of 187.5 — 62.5 62.5
ROW, ft.
Tower configuration Flat Flat Flat Flat
Phase spacing, ft. 2TH 12H 2/H 2H
Conductor: 1/1.108 1/0.563 1/1.382 1/1.382

#ldiameter, in. ; spacing, in.

1 Average voltage and average clearance used for corona calculations.
2 Minus sign indicates current flow in opposite direction to flow in parale proposed Schultz — Hanford line.
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Table2: Possible segment configurationsfor Schultz - Hanford Area Project
Segment- Description of other linesin corridor | Possible segments Miles
Configuration | with Schultz-Hanfor d/Wautoma 500-kV with same
line configuration
A-1 Schultz—Hanford/Wautoma 500-kV line A, B, C, 22.4,10.3, 30.6,
only E F 238,319
A-2 Realigned Sickler-Schultz 500-kV only. A 1.0
(No Schultz-Hanford/Wautoma 500-kV)
A-3 Realigned Sickler-Schultz 500-kV A 1.15
Rocky Reach-Maple Valley 345-kV
(No Schultz-Hanford/Wautoma 500-kV)
A-4 Grand Coulee-Schultz #2 and #1 DC 500- A 1.88
kv
Columbia-Ellensburg 115-kV
Covington-Columbia #3 230-kV/ Olympia-
Grand Coulee 287-kV DC
V antage-Schultz 500-kV
D-1 Vantage-Midway 230-kV 19.4
D-2 N. Bonneville-Midway 230-kV 451
Midway-Moxee 115-kV
Midway-Grandview 115-kV
Big Eddy-Midway 230-kV
D-3 N. Bonneville-Midway 230-kV D 1.19
Midway-Grandview 115-kV
Big Eddy-Midway 230-kV
D-4 Big Eddy-Midway 230-kV D 2.2
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Table 3: Calculated electric fields for configurations of the proposed Schultz
Hanfor d/Wautoma 500-kV line operated at maximum voltage.

Configurations are described in Tables 1 and 2. (6 pages)

a) Configuration A-1: Schultz — Hanford 500-kV line only

Configuration Proposed A-1 Existing
ROW width, ft. 150 _

Line Schultz—Hanford/Wautoma 500-kV —
Clearance min. avg. — —
Peak fidd, kV/m 8.9 4.9 — —
Edge of ROW, kV/m 2.0 2.0 — —
b) Configuration A-2: Realigned Sickler-Schultz - 500-kV line only

Configuration Proposed A-2 Exigting
ROW width, ft. (m) 150 (46) —

Line Sickler-Schultz 500-kV —
Clearance min. avg. — —
Peak fidld, kV/m 8.4 4.6 — —
Edge of ROW, kV/m 1.8 1.8 — —

C) Configuration A-3: Realigned Sickler-Schultz500-kV and Rocky Reach-Maple Valley 345

kV lines

Configuration Proposed A-3 Existing A-3

ROW width, ft. 300 150

Line Sickler-Schultz 500-kV | Rocky Reach-Maple Rocky Reach-Maple
Valey 345kV Valey 345kV

Clearance min. avg. min. avg. min. avg.

Peak field, kV/m 85 4.7 54 3.1 52 29

Edge of ROW, kV/m 1.9 1.9 2.1 1.9 2.0 1.8
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d)

Configuration A-4: Schultz-Hanford/Wautoma 500-kV line and six existing lines east of Schultz Substation
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Configuration Proposed A-4
ROW width, ft. 637.5
Line Grand Coulee- Columbia- Covington-Columbia #3/ || Vantage-Schultz Schultz-
Schultz DC 500- [ Ellensburg 115- || Olympia-Grand Coulee 500-kv Hanford/
kv kv 230-/287-kV DC Wautoma
500-kV
Clearance min avg. min || Avg. min. avg. min avg. min avg.
Peak field, kV/m 9.7 5.9 1.7 1.0 2.9/3.2 1.8/1.8 8.6 4.6 8.8 4.9
Edge of Row, kV/m 2.1 2.1 — — — — — — 2.0 2.0
Configuration Existing A4
ROW width, ft. 637.5
Line Grand Coulee- Columbia- Covington-Columbia #3/ | Sickler-Schultz Vantage-
Schultz 500-kV Ellensburg 115- || Olympia-Grand Coulee 500-kv Schultz 500-kV
KV 230-/287-kV DC
DC
Clearance min avg. min | avg. min avg. min. || Avg. min avg.
Peak field, kV/m 9.7 5.9 1.7 1.0 2.9/3.2 1.8/1.8 85 45 8.4 51
Edge of Row, kV/m 2.1 2.1 — — — — — — 5.2 4.0
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Table 3, continued

e) Configuration D-1: SchultzWautoma 500-kV and Vantage-Midway 230KV lines

Configuration Proposed D-1 Existing D-1

ROW width, ft. 250 100

Line Vantage-Midway Schultz-Wautoma 500- Vantage-Midway
230-kVv KV 230-kv

Clearance min. avg. min. avg. min. avg.

Peak field, kV/m 3.3 2.0 8.9 5.0 31 1.8

Edge of ROW, kV/m 2.2 1.7 2.0 2.0 2.0 15
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Table 3, continued

f) Configuration D-2: Schultz-Wautoma 500-kV and four existing parallel lines south of Midway Substation
Segment-Configuration Proposed D-2
ROW width, ft. 575
Line N. Bonneville- || Midway-Moxee Midway- Big Eddy-Midway | Schultz-Wautoma
Midway 230-kV 115-kV Grandview 115- 230-kv 500-kv
kv
Clearance min. avg. min. avg. min. avg. min. avg. min. avg.
Peak field, kV/m 32 1.9 0.9 0.4 0.9 0.4 3.2 1.9 8.9 5.0
Edge of ROW, kV/m 0.1 0.1 — — — — — — 2.0 2.0
Segment-Configuration Existing D-2
ROW width, ft. 487.5
Line N. Bonneville- || Midway-Moxee | Midway-Grandview Big Eddy-
Midway 230-kV 115-kV 115-kV Midway 230-kV
Clearance min. avg. min. avg. Min. avg. min. avg.
Peak field, kV/m 3.2 1.9 0.8 0.4 1.0 0.4 3.3 1.9
Edge of ROW, kV/m 0.1 0.1 — — — — 14 12
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Table 3, continued

0) Configuration D-3: Schultz-Wautoma 500-kV and three existing parallel lines south of Midway Substation

Segment-Configuration Proposed D-3
ROW width, ft. 525
Line Description N. Bonneville- || Midway-Grandview|  Big Eddy- Schultz-Wautoma
Midway 230-kV 115-kV Midway 230-kV 500-kV
Clearance min. avg. Min. avg. min. avg. min. Avg.
Peak field, kV/m 3.2 19 0.9 0.4 3.2 1.8 8.9 5.0
Edge of ROW, kV/m 0.1 0.1 — — — — 2.0 2.0
Segment-Configuration Existing D-3
ROW width, ft. 4375
Line Description N. Bonneville- Midway- Big Eddy-Midway
Midway 230-kV || Grandview 115- 230-kV
KV
Clearance min. avg. min. avg. min. avg.
Peak field, kV/m 3.2 1.9 1.0 0.4 33 19
Edge of ROW, kV/m 0.1 0.1 — — 1.4 1.2
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Table 3, continued

h) Configuration D-4: SchultzWautoma 500-kV and Midway-Big Eddy 230-kV lines.

Segment-Configuration Proposed D4 Existing D4

ROW width, ft. 275 125

Line Midway-Big Eddy 230- | Schultz-Wautoma 500- | Midway-Big Eddy 230-
kv kv kv

Clearance min. avg. min. avg. min. avg.

Peak field, kV/m 3.4 2.0 8.9 4.9 3.2 19

Edge of ROW, kV/m 1.5 1.3 2.0 2.0 1.3 1.2

43



Bonneville Power Administration/Schultz-Hanford Area Transmission Project

Appendix |: Electrical Effects

Table 4:

Calculated magnetic fieldsfor configurations of the proposed Schultz

Hanfor d/Wautoma 500-kV line operated at maximum current.

Configurations are described in Tables 1 and 2. (4 pages)

a) Configuration A-1: Schultz-Hanford 500-kV lineonly

Configuration Proposed A-1 Existing
ROW width, ft. 150 _

Line Schultz—Hanford/Wautoma 500-kV —
Clearance Min. avg. — —
Peak fidd, mG 244 137 — _
Edge of ROW, mG 55 46 — _
b) Configuration A-2: Realigned Sickler-Schultz - 500-kV line only

Configuration Proposed A-2 Existing
ROW width, ft. 150 _

Line Sickler-Schultz 500-kV —
Clearance min. avg. — —
Peak field, mG 262 145 _ _
Edge of ROW, mG 57 48 _ _

C) Configuration A-3: Realigned Sickler-Schultz500-kV and Rocky Reach-Maple Valley 345

kV lines

Configuration Proposed A-3 Existing A-3

ROW width, ft. 300 150

Line Sickler-Schultz 500-kV | Rocky Reach-Maple Rocky Reach-Maple
Valey 345-kV Valley 345KV

Clearance min. avg. min. avg. min. avg.

Peak field, mG 257 141 111 69 101 62

Edge of ROW, mG 60 50 40 33 35 28
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Table 4, continued
d) Configuration A-4: Schultz-Hanford/Wautoma 500-kV line and six existing lines east of Schultz Substation
Configuration Proposed A-4
ROW width, ft. 637.5
Line Grand Coulee- Columbia- Covington-Columbia #3/ || Vantage-Schultz Schultz-
Schultz DC 500- [ Ellensburg 115- || Olympia-Grand Coulee 500-kV Hanford/
kv kv 230-/287-kV DC Wautoma
500-kV
Clearance min avg. min | avg. min. avg. min | Avg. min avg.
Peak field, mG 233 150 112 87 68 42 122 69 239 134
Edge of Row, mG 138 109 — — — — 60 51
Configuration Existing A-4
ROW width, ft. 637.5
Line Grand Coulee- Columbia- Covington-Columbia #3/ | Sickler-Schultz Vantage-
Schultz 500-kV [ Ellensburg 115- | Olympia-Grand Coulee 500-kV Schultz 500-kV
DC kv 230-/287-kV DC
Clearance min. avg. min | avg. min avg. min. avg. Min. | avg.
Peak field, mG 206 132 108 85 0 69 253 190 302 203
Edge of Row, mG 121 A — — — — — — 158 119
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Table 4, continued

€)

46

Configuration D-1: SchultzWautoma 500-kV and Vantage-Midway 230KV lines

Configuration Proposed D-1 Existing D-1

ROW width, ft. 250 100

Line Vantage-Midway 230- | Schultz-Wautoma 500- | Vantage-Midway 230-
kv KV kv

Clearance min. avg. min. avg. min. avg.

Peak fidld, mG 139 89 239 132 133 34

Edge of ROW, mG 72 55 59 49 67 49
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Table 4, continued

f) Configuration D-2: Schultz-Wautoma 500-kV and four existing parallel lines south of Midway Substation

Segment-Configuration Proposed D-2
ROW width, ft. 637.5
Line N. Bonneville- || Midway-Moxee Midway- Big Eddy-Midway | Schultz-Wautoma
Midway 230-kV 115-kVv Grandview 115- 230-kv 500-kV
kv
Clearance min. avg. min. avg. min. avg. min. avg. min. avg.
Peak field, mG 109 66 37 20 40 20 158 93 237 130
Edge of ROW, mG 7 7 — — — — — — 60 50
Segment-Configuration Existing D-2
ROW width, ft. 487.5
Line N. Bonneville- | Midway-Moxee | Midway-Grandview Big Eddy-
Midway 230-kV 115-kV 115-kV Midway 230-kV
Clearance min. avg. min. | Avg. min. avg. Min. avg.
Peak field, mG 112 63 33 21 40 18 165 101
Edge of ROW, mG 7 7 — — — — 62 50
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Table 4, continued

0) Configuration D-3: Schultz-Wautoma 500-kV and three existing parallel lines south of Midway Substation

Segment-Configuration Proposed D-3
ROW width, ft. 587.5
Line Description N. Bonneville- || Midway-Grandview Big Eddy- Schultz-Wautoma
Midway 230-kV 115-kvV Midway 230-kV 500-kV
Clearance min. avg. min. avg. min. avg. Min. avg.
Peak field, mG 108 66 58 35 157 97 237 130
Edge of ROW, mG 7 7 — — — — 60 50
Segment-Configuration Existing D-3
ROW width, ft. 4375
Line Description N. Bonneville- Midway- Big Eddy-Midway
Midway 230-kV || Grandview 115- 230-kv
KV
Clearance min. avg. Min. avg. min. avg.
Peak fidld, mG 111 67 58 3 165 101
Edge of ROW, mG 7 7 — — 62 50
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Table 4, continued

h) Configuration D-4: SchultzWautoma 500-kV and Midway-Big Eddy 230-kV lines.

Segment-Configuration Proposed D-4 Existing D-4

ROW wideth, ft. 275 125

Line Midway-Big Eddy 230- | Schultz-Wautoma 500- | Midway-Big Eddy 230-
kv KV kv

Clearance min. avg. min. avg. min. avg.

Peak field, mG 167 106 238 131 170 107

Edge of ROW, mG 60 50 59 49 59 47
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Table5: Stateswith transmission-linefield limits
STATE AGENCY WITHIN AT EDGE OF COMMENTS
RIGHT-OF- | RIGHT-OF-
WAY WAY

a. 60-HZELECTRIC FIELD LIMIT, kV/m
Florida Department of 8 (230 kV) 2 Codified regulation, adopted after
Environmental 10 (500 kV) apublic rulemaking hearing in
Regulation 1980.
Minnesota 8 — 12-kV/m limit on the HYDC
Environmenta Quality nominal electric field.
Board
Montana Board of 7 1° Codified regulation, adopted after
Natural Resources and apublic rulemaking hearing in
Conservation 1984.
New Jersey Department — 3 Used only as a guideline for
of Environmental evaluating complaints.
Protection
New York State Public 11.8 16 Explicitly implemented in terms
Service Commission (7,11)1 of a specified right-of -way width.
Oregon Facility Siting 9 — Codified regulation, adopted after
Council apublic rulemaking hearing in

1980.
b. 60-HzMAGNETIC FIELD LIMIT, mG
Florida Department of — 150 (230 kV) | Codified regulations, adopted
Environmental 200 (500 kV) | after apublic rulemaking hearing
Regulation in 1989.
New York State Public — 200 Adopted August 29, 1990.
Service Commission

1 Atroad crossings

2 Landowner may waive limit

Sources. TDHS Report, 1989; TDHS Report, 1990
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Table6: Common noise levels
Sound Level, dBA Noise Source or Effect

128 Threshold of pain
108 Rock-and-roll band

80 Truck at 50 ft.

70 Gas lawvnmower at 100 ft.

60 Norma conversation indoors

50 Moderate rainfal on foliage

50 Edge of proposed 500-kV right-of-way during rain
40 Refrigerator

25 Bedroom at night

0 Hearing threshold

Adapted from: USDOE, 1996.

Table7: Typical sound attenuation (in decibels) provided by buildings
Windows opened Windows closed

Warm climate 12 24

Cold climate 17 24

Source: EPA, 1978.
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Table8:

Predicted foul -weather audible noise (AN) levels at edge of right-of-way
(ROW) for proposed SchultzHanford/Wautoma 500-kV line. AN levels
expressed in decibels on the A-weighted scale (dBA). Lsp and Ls denote the
levels exceeded 50 and 5 percent of the time, respectively. For the parallel-line
configurations®, the AN level at the edge of the proposed SchultzHanford Area
Project ROW is given first.

Foul-weather AN
Proposed Existing
Configuration® | ROW ft. (m) | Lso, dBA Ls,dBA || ROW ft. (m) | Lso, dBA Ls, dBA
A-1 150 (46) 50 V! — — _
A-2 150 (46) 59 63 — — _
A-3 300 (92) 59, 57 63, 61 150 (46) 54 57
A-4 637.5 (194) 57, 54 60, 57 637.5 (194) 65, 57 69, 61
D-1 250 (76) 50, 48 53,52 100 (30) 44 47
D-2 637.5 (194) 50, 42 53, 46 487.5 (149) 39, 37 42, 41
D-3 587.5 (179) 50, 42 53, 46 437.5 (133) 39, 37 43, 41
D-4 275 (84) 50, 46 53, 49 125 (38) 37 40

52
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Configurations are described in Tables 1 and 2.
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Table9: Predicted fair-weather radio interference (RI) levelsat 100 feet (30.5 m) from
the outside conductor of the proposed Schultz-Hanfor d/Wautoma 500-kV
line. RI levels given in decibels above 1 microvolt/meter (dBmv/m) at 1.0 MHz.
Lso denotes level exceeded 50 percent of the time. For the parallel-line

configurations the RI level on the side of the proposed SchultzHanford Area
ROW is given first.

Fair-weather RI
Proposed Existing
Configuration® L s0, dBMV/m L 50, dBMV/m

A-1 40 _
A-2 47 —
A-3 47, 39 39
A-4 40, 38 47,38
D-1 39,31 31
D-2 39, 28 22,28
D-3 39, 28 22,28
D-4 39, 30 22

1 Configurations are described in Tables 1 and 2.
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Table 10: Predicted maximum foul-weather television interference (TVI) levels
predicted at 100 feet (30.5 m) from the outside conductor of the proposed
SchultzHanfor d/Wautoma 500-kV line. TVI levels given in decibels above 1
microvolt/meter (dBnV/m) at 75 MHz. For the parallel-line configurations, the
TVI level on the side of the proposed SchultzHanford Area ROW is given first.

Foul-weather TVI
Proposed Exigting
Configuration® Maximum (foul), dB niv/m Maximum (foul), dBnv/m

A-1 26 -
A-2 3 -
A-3 33, 26 26
A-4 26, 19 33,19
D-1 25,17 18
D-2 25,15 9 15
D-3 25,15 9 15
D-4 25,11 9

1 Configurations are described in detail in Tables 1 and 2.



Figure 1
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Configurations for proposed Schultz-Hanford Area Project 500-kV line: a) Proposed line with no paralle lines
(Configuration A-1); b) Realigned Sickler-Schultz 500-kV with no paralld lines (Configuration A-2); c)
Realigned Sickler-Schultz 500-kV line with parallel 345-kV line (Configuration A-3); d) Schultz-
Hanford/Wautoma 500-kV line with six parallel lines east of Schultz Substation(Configuration A-4); €) Proposed
Schultz — Wautoma 500-kV line with parallel Vantage — Midway 230-kV line (Configuration D-1); f) Proposed
SchultzWautoma 500-kV line with four parallel existing lines south of Midway Substation (Configuration D-2);
g) Proposed SchultzWautoma 500-kV line with three paralle existing lines south of Midway Substation
(Configuration D-3); and h) Proposed SchultzWautoma 500-kV line with paralle Midway-Big Eddy 230-kV

line (Configuration D-4). (8 pages)

a) Proposed line with no pardld lines (Configuration A-1) (not to scale)

Proposed BPA 500-kV Line

Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 1436 (proposed)

Conductors: 3 x 1.302 in., 17.04 in. spacing

28.7

-+ B% c
40’

Average 47'
Minimum 33'

EDGE OF ROW I EDGE OF ROW

|l v

|
|

150'
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Figure 1, continued

b) Redligned Sickler-Schultz 500-kV line with no paralel lines (Configuration A-2) (not to scale)

Proposed reroute of Sickler-Schultz 500 kV Line
Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 1478 A (proposed)

Conductors: 2 x 1.602 in., 18 in. spacing

Average 47'
Minimum 33'

EDGE OF ROW |

|

| EDGE OF ROW

|

150
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Figure 1, continued

¢) Realigned Sickler-Schultz 500-kV line with paralel Rocky Reach-Maple Valey 345-kV line (Configuration A-3) (not to scale)

Existing Rocky Reach-Maple Valley 345-kV Line Proposed reroute of Sickler-Schultz 500 kV Line
Voltage: 358 kV (average), 362 kV (maximum) Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 459/470 A (existing/proposed) Peak Current: 1478 A (proposed)
Conductors: 1 x 1.602 in. Conductors: 2 x 1.602 in., 18 in. spacing
-
A
27.5
A L] B L C .
r >| 36 - *° B C «%
40'
Average 45'
L . Average 47'
Minimum 31 Minimum 33'
EDGE OF ROW | | EDGE OF ROW
< : : —
SOUTH | | NORTH
! v v :
[ < e |
" 75 L 150 L 75 i
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Figure 1, continued

d) Schultz-Hanford/Wautoma 500-kV line with six paralld lines east of Schultz Substation(Conf iguration A-4) (not to scale)

Configuration A4

Existing Grand Coulee-Schultz 500-kV double circuit
Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: -1470/-1653 A (existing/proposed)
Conductors: 3 x 1.602 in., 17.04 in. spacing

Existing Columbia-Ellensburg 115-kV Line

Voltage: 117 kV (average), 121 kV (maximum)
Peak Current: -477/-453 A (existing/proposed)

Conductors: 1 x 1.108 in.

Existing Covington-Columbia 3 /

Grand Coulee-Olympia 1

230/287-kV double circuit

Voltage: 235/292 kV (average), 242/301 kV (maximum)
Peak Current: -316/-341, -494/-486 A (existing/proposed)
Conductors: 1 x 1.382 in.

Proposed Vantage-Schultz 500-kV

Existing Sickler-Schultz 500-kV Line

Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: -1338/738 A (existing/proposed)

Conductors: 2 x 1.602 in., 18 in. spacing

Existing Vantage-Schultz 500-kV

Proposed BPA 500-kV Line

Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 1355/1436 A

Conductors: 3 x 1.302 in., 17.04 in. spacing

. ™~ . ]
g —i
! M | 18.25 }B M 115.5'
36' e | | 21 H i 275
| 128.25 - | 235
A c Al o
! ! = | |
36 ! 1 18.25 H S S a i 115.5'
C A% *d °B A A C
Average 47" ! 2
Minimum 33' Average 35' Average 42' Average 47" Average 47'
Minimum 25' Minimum 30' Minimum 33' Minimum 33'
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ROW e
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Figure 1, continued

e) Proposed Schultz — Wautoma 500-kV line with parallel Vantage— Midway 230-kV line (Configuration D-1). (Not to scale)
Existing Vantage-Midway 230-kV Line Proposed BPA 500 kV Line
Voltage: 235 kV (average), 242 kV (maximum) Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 609/593 A (existing/proposed) Peak Current: 1436 A (proposed)
Conductors: 1 x 1.000 in. Conductors: 3 x 1.302 in., 17.04 in. spacing

N
AT
Average 42'

i . Average 47'

Minimum 30 Minimum 33'
EDGE OF ROW | | EDGE OF ROW.
EAST | e | WEST

2 -
50 125
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Figure 1, continued

f) Proposed Schultz-Wautoma 500-kV line with four parallel existing lines south of Midway Substation (Configuration D-2) (not to scale)

Existing Midway-Grandview 115-kV Line Proposed BPA 500-kV Line
Voltage: 117 kV (average), 121 kV (maximum) Voltage: 540 kV (average), 550 kV (maximum)

Peak Current: 308/293 A (existing/proposed) Peak Current: 1436 A (proposed)
Conductors: 1 x 0.563 in. Conductors: 3 x 1.302 in., 17.04 in. spacing

Existing North Bonneville-Midway 230-kV Line
Voltage: 235 kV (average), 242 kV (maximum)
Peak Current: 537/518 A (existing/proposed)
Conductors: 1 x 1.108 in.

Existing Big Eddy-Midway 230-kV Line
Voltage: 235 kV (average), 242 kV (maximum)
Peak Current: 779/730 A (existing/proposed)
Conductors: 1x 1.382in.

Existing Midway-Moxie 115-kV Line

Voltage: 117 kV (average), 121 kV (maximum)
Peak Current: 153/154 A (existing/proposed)
Conductors: 1 x 0.655 in.

- c 3 : 5;‘-: z z i -+ als G
i LB \I-C -+ A LB \]c
=71 22 [ g S 27
Average 42'
Minimum 30' Average 35' Average 35 Average 42 Average 47'
Minimum 25' Minimum 25' Minimum 30' Minimum 33'
EDGE
o |
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-—
EAST lJL v v v
e e Jle e e
= “10= —= =
187.5' 87.5 50" 100' 137.5'
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Figure 1, continued

g Proposed Schultz-Wautoma 500-kV line with three paralel existing lines south of Midway Substation (Configuration D-3) (not to scale)

Existing North Bonneville-Midway 230-kV Line Existing Midway-Grandview 115-kV Line Proposed BPA 500-kV Line

Voltage: 235 kV (average), 242 kV (maximum) Voltage: 117 kV (average), 121 kV (maximum) Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 537/518 A (existing/proposed) Peak Current: 308/293 A (existing/proposed) Peak Current: 1436 A (proposed)
Conductors: 1 x 1.108 in. Conductors: 1 x 0.563 in. Conductors: 3 x 1.302 in., 17.04 in. spacing

Existing Big Eddy-Midway 230-kV Line
Voltage: 235 kV (average), 242 kV (maximum)
Peak Current: 779/730 A (existing/proposed)
Conductors: 1 x 1.382 in.

I_:bgz_l —1
3 A B C E E- - N A B C
- A LB \l. C
27 =71 12 21
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Figure 1, continued

h) Proposed Schultz-Wautoma 500-kV line with paralel Midway-Big Eddy 230-kV line (Configuration D-4) (not to scale)

Existing Big Eddy-Midway 230-kV Line Proposed BPA 500 kV Line
Voltage: 235 kV (average), 242 kV (maximum) Voltage: 540 kV (average), 550 kV (maximum)
Peak Current: 779/730 A (existing/proposed) Peak Current: 1436 A (proposed)
Conductors: 1 x 1.382 in. Conductors: 3 x 1.302 in., 17.04 in. spacing
N
£ 28.7
jr = C 0.0 .e
BN B C
27
40
Average 42 Average 47'
Minimum 30 Minimum 33'
<EDGE OF ROW | | EDGE OF ROW.
EAST | L S8 | WEST
- [ _
= 1= 1
625 1375 75
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Figure2:

a)

ELECTRIC FIELD, kV/m

14
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Electric-field profilesfor selected configurations of proposed Schultz
Hanford/Wautoma 500-kV line:  a) Proposed line with no paralld line
(Configuration A-1); b) proposed line with parallel 230-kV line
(Configuration D-1); c) proposed line with parallel 115-kV and 230-kV lines
(Configuration D-3). Fields for maximum voltage and minimum clearances are
shown. (2 pages)

Proposed line with no paralée line (Configuration A-1).
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Figure 2, continued

b) Proposed line with parallel 230-kV line (Configuration D-1)
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C) Proposed line with parallel 115-kV and 230-kV lines (Configuration D-3)
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a)

MAGNETIC FIELD, mG
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Figure3: Magnetic-field profiles for selected configurations of the
proposed Schultz-Hanford/Wautoma 500-kV line under maximum current
conditions: a) proposed line with no parallel line (Configuration A-1); b)
proposed line with parallel 230-kV line (Configuration D-1); and c¢) proposed
linewith parallel 115-kV and 230-kV lines (Configuration D-3). (2 pages)

Proposed line with no parallée line (Configuration A-1)
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Figure 3, continued

b) Proposed line with parallel 230-kV line (Configuration D-1).
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C) Proposed line with parale 115-kV and 230 kV lines (Configuration D-3)
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Figure4: Predicted foul -weather Lsg audible noise levels from selected configurations
of proposed SchultzHanford/Wautoma 500-kV line a) proposed line with no paralléd line
(Configuration A-1); b) proposed line with parallel 230-kV line (Configuration D-1); and
c) proposed line with parallel 115-kV and 230-kV lines (Configuration D-3). (2 pages)

a) Proposed line with no paralel line (Configuration A-1).
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Figure 4, continued

b) Proposed line with parale 230-kV line (Configuration D-1).
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C) Proposed line with paralel 115-kV and 230-kV lines (Configuration D-3).
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